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110 MINIMUM REQUIREMENTS FOR LEGAL, FINANCIAL, COMPLIANCE AND RELATED
INFORMATION

111 Introduction

The degassification wells will be located on property owned by the Milton and Ardith Thayn Trust.
The well locations are found in Table 1-1 and are shown in Figure 1-1.

112 ldentification of Interests

Refer to the same section of the General Chapter 1 for Canyon Fuel Company, LLC prepared
for the Dugout Canyon Mine, Soldier Canyon Mine and Banning Loadout operations.

112.100 Business Entity

Refer to the same section of the General Chapter 1 for Canyon Fuel Company, LLC prepared
for the Dugout Canyon Mine, Soldier Canyon Mine and Banning Loadout operations.

112.200 Applicant and Operator

Refer to the same section of the General Chapter 1 for Canyon Fuel Company, LLC prepared
for the Dugout Canyon Mine, Soldier Canyon Mine and Banning Loadout operations.

112.300 Officers of the Appticant

Refer to the same section of the General Chapter 1 for Canyon Fuel Company, LLC prepared
for the Dugout Canyon Mine, Soldier Canyon Mine and Banning Loadout operations.

1-1
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TABLE 1.1

Degas Well Locations

Pine Canyon, Utah Quadrangle, Salt Lake Meridian

Hole

Number

Section Township and Range

G-1 Portion of N1/2SE1/4NW1/4 Section 24 Township 13 South, Range 12
East

G-2 Portion of N1/2SW1l4NE1t4 Section 24 Township 13 South, Range 12
East

G-3 Portion of N1/2SW1l4NW1t4 Section 19 Township 13 South, Range 13
East

G4 Portion of N1/2NE1/4NW1/4 Section 24 Township 13 South, Range 12
East

G-5 Portion of N1/2NW1t4NE1t4 Section 24 Township 13 South, Range 12
East

G-6 Portion of S1/2SWl t4NW1t4 Section 1g Township 13 South, Range 13

East

G-7 Portion of SW1/4NE1t4SE14 Section 24 Township 13 South, Range 12
East

G-8 Portion of NE1/4NE1/4NE14 Section 26 Township 13 South, Range 12
East

G-9 Portion of NW1/4NW 1 t4SW 1 t4 Section
21

Township 13 South, Range 13
East

G-10 Portion of NE1/4NE'tl4SE114 Section 20 Township 13 South, Range 13
East

G-11 Portion of NE1/4SE1l4SW1t4 Section 20 Township 13 South, Range 13
East

1-2
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G-12 Portion of SE1/4NW 1 l4SW 1 14 Section
20

Township 13 South, Range 13

East

G-13 Portion of NW1/4NE1t4SE114 Section 19 Township 13 South, Range 13
East

G-14 Portion of SW1/4SW1l4SE1t4 Section 17 Township 13 South, Range 13
East

G-1s Portion of NW1/4SE1l4NE1t4 Section 19 Township 13 South, Range 13

East

G-16 Portion of SW1/4SE1l4SE114 Section 18 Township 13 South, Range 13
East

G-'17 Portion of SE1/4NW1l4SE1t4 Section 18 Township 13 South, Range 13
East

G - 1 9 Portion of SW1 /4NW 1 l4SE1 t4 Section

20

Township 13 South, Range 13

East

1-3



112.400 Coal Mining and Reclamation Operation Owned or Controlled

Refer to the same section of the General Chapter 1 for Canyon Fuel Company, LLC prepared for

the Dugout Canyon Mine, Soldier Canyon Mine and Banning Loadout operations.

112.500 Legal or Equitable Owner of the Surface and Mineral Properties

The legal and equitable owner of the surface and mineral properties to be affected by this operation
during the duration of the permit period are list below.

Milton & Ardith Thayn Trust

7730 East US Highway 6

Sunnyside Star Route

Price, Utah 84501

Canyon Fuel Company, LLC
Dugout Canyon Mine

United States of America

State of Utah, Department of Interior

Bureau of Land Management

Price Field Office

125 South 600 West

Price, Utah 84501

Gil L. Conover

450 So. State

Ferron, Utah 84523

Methane Degassification Amendment
June 14, 2007 trffiffi06

State of Utah

School and Institutional

Trust Lands Administration

675 East 500 South

Salt Lake City, Utah U102-2818

14



Canyon Fuel Company, LLC
Dugout Canyon Mine

United States of America

Department of Interior

Bureau of Land Management

Price Field Office

125 South 600 West

Price, Utah 84501

George and Alice Conover, Et Al

2701 Georgia Way

Sandy, Utah 84092

J. George Conover

275 West Main

Ferron, Utah 84523

Methane Degassification Amendment
June 14, 2007 ltffiG€O06

112.600 Ownerc of Record of Property Contiguous to Proposed
Permit Area

Owners of record for surface and mineral properties contiguous to the proposed permit area are list

below.

State of Utah

School and Industrial

Trust Lands Administration

675 East 500 South

Salt Lake City, Utah 84102-2818

KFJ Ranch Partnership

C/O Kerwin Jensen

Cleveland, Utah 84518

Gil L. Conover

450 So. State

Ferron, Utah 84523

112.700 MSHA Numbers

Refer to the same section of the approved M&RP.

112.800 Interest ln Gontiguous Lands

Canyon Fuel Company, LLC has no interest in contiguous lands other than those currently owned
as shown on Plate 1-1 of the approved M&RP.

1-5



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment
June 14, 2007 ftlarch{ffi06

1 1 2.900 Certification of Submittal lnformation

No information has changed in the approved M&RP because of this submittal. Refer to the same

section of the approved M&RP.

113 Violation Information

Refer to the same section of the General Chapter 1 for Canyon Fuel Company, LLC prepared for

the Dugout Canyon Mine, Soldier Canyon Mine and Banning Loadout operations.

1 14 Right-of-Entry Information

Refer to the same section of the approved M&RP.

See Table 1-2 for disturbed acreage for each well site. The disturbed acres will be added to the

total disturbed acreage for the Dugout Mine as each site is constructed.

115 Status of Unsuitability Glaims

Refer to the same section of the approved M&RP.

116 Permit Term

Refer to the same section of the approved M&RP.

1-6
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TABLE 1.2

Disturbed Acres by Well Site

Well Site Disturbed Acres

G-l 0.6

G-2 1.21

G-3 0.97

G-4 0.85

G-5 0.75

G-6 0.32

G-7 1 .25

G-8 0.9

G-9 2.2

G-10 1 .7

G-11 1.6

G-12 2

G-13 2.75

G-14 2

G-15 2.5

G-l6 2

G-17 1.25

G-19 2.75

1-7
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117 Insurance, Proof of Publication, and Facilities and Structures Used in Common

The certificate of insurance(s) for each wellwill be obtained if required when the well is drilled. The

certificate of insurance(s) will be included in Appendix 1-2 of the approved M&RP and General

Chapter 1.

118 Fil l ing Fees

Refer to the same section of the approved M&RP.

120 PERMIT APPLICATION FORMAT AND CONTENTS

This amendment submittal will comply with R645-301-120.

130 REPORTING OF TECHNICAL DATA

All technical data submitted in the amendment will be accompanied by the name or organization

responsible for the collection and analysis of data, dates of collection and descriptions of

methodology used. Technical analyses will be planned by or under the direction of a qualified

professional in the subject to be analyzed.

140 MAPS AND PLANS

The maps and plans in the Mining and Reclamation Plan will correspond with the requirements in

R645-301-140.

150 COMPLETENESS

CFC believes the information in this permit application to be complete and correct.

1-8
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SOILS
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210INTRODUGTION

This chapter and associated attachments address the pertinent data required for the addition of
the degassification well sites for the Dugout Canyon Mine. Only those sections of the Division
regulations that apply to the well sites have been addressed. The remainder of the regulations
have already been addressed in the existing M&RP. The M&RP and this document contain
pertinent information relating to the identification, management, and reclamation activities
associated with the soil resources.

220 ENVIRONMENTAL DESCRIPTION

The well sites range in elevation from approximately 7400 to 9000 feet. The well sites are located
in the Pace Canyon areaot the Book Cliffs. Generalvegetation includes sagebrush, serviceberry,
aspen, Douglas-fir, and snowberry.

221 Prime Farmland lnvestigation

Due to limiting terrain, lack of water for irrigation and no evidence of past cultivation of the sites,
it is concluded that no prime farmland exists within the area of the well site disturbance.

222 Soil Survey

222.100 Soils Map

The soils have been mapped as part of the Soil Survey of the Carbon Area, Utah by the Soil
Conservation Service (1988), at an Order lll intensity level.

A description of the soils is included in Appendix 2-2 of the approved M&RP and in Attachment 2-1 ,
which includes a report by Dan Larsen, Soil Scientist, entitled "Soil Inventory and Assessment Six

2-1



Methane Degassification Borehole Sites". An additional report for well site G-6 was prepared in
2004 and is incorporated into Attachment 2-1. Soil information for Well G-7 is incorporated into
Attachment2-1. A photograph of the G-7 site is included in Attachment 3-1. Well site G-3 and the
access road can be seen on the photograph.

The soils report prepared by Dan Larsen, Soil Scientist for wells G-8 thru G-13 is provided in
Attachment 2-1 . Wells are being permitted in groups: G-8 thru G-10, G-1 1 thru G-12 and G-13
thru G-17.

222.200 Soi I ldentification

Canyon Fuel Company, LLC
Dugout Canyon Mine

Well No.

G-1

G-2

G-3

G-4

G-5

G-6

G-7

G-8

G-9

G-10

G-11

G-12

Methane Degassification Amendment
June 1 4, 2007rtu[r{ft#06

Soil Components

Midfork-Comodore complex, Rabbitex-Datino

Varient

Brycan, Beje-Trag complex, 3-30% slopes

Beje-Trag complex, 3-30% slopes

Mid fo rk -Comodore  complex ,

Senchert-Toze complex

Senchert-Croydon

Midfork-Comodore complex

Beje-Trag complex, 3-30% slopes

Croydon Loam, 8 to 30% slopes

Midfork-Comodore complex, Rottulee family-

Trag complex

Rottulee family-Trag complex

Cabba- family, 40 to 70 percent slopes,

Doney family, 50 to 70 percent slopes

Guben-Rock outcrop complex,Rabbitex

family-Datino Variant complex

Soil Map Unit

62t88

7

7

621103

103

62

7

21

97162

97

11,  26

47 ,89

2-2
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G-13

G-144

G-15

G-16

G-17

G-19

Methane Degassification Amendment
June 14,2007ffffi06

Curecantifamily

Midfork family - Comodore complex

Trag stony loam, 30 to 60 percent slopes,

Midfork family - Comodore complex

Doney family

Senchert-Toze family Complex

Midfork family - Comodore complex,

Rottulee family-Trag complex

23

62

115,62

26

103

62,97

222.300 Soi I Description

Refer to Attachment2-1of the submittal for soil descriptions.

222.400 Soit Productivity

The depth of topsoil at each site was measured to determine the amount of growth medium
available for reclamation. The following table lists each well site and the approximate amount of
groMh medium available.

TABLE 2-1

TopsoilVolumes*

Well No. Cubic Yards of Material

G-1 415

G-2 3,104

G-3 1,182

G-4 1  ,100

G-5 1,909
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G-6 792

G-7 1251

G-8 543

G-9 1,574

G-10 2,344

G-11 254

G-12 563

G-13 2,162

G-14 1,544

G-15 1,475

G-16 1,092

G-17 797

G-19 2716

' These total do not include soil salvaged from roads which is bladed to the side of the road.

Figure 5-1 through Figure 5-25 show the layout and approximate size of well pads for G-1 thru G-
6. Figures 5-27 thru 5-29 show the layout and size for well G-7. The figures for wells G-8 thru G-
19 are located in Attachment 5-1. Topsoil volume calculations can be found in Attachment2-2.

Estimated topsoilsalvage from the G-1 wellsite will average about 7". This site on a ridge top has
previously been disturbed for exploration drilling. The site has pockets of fractured sandstone
bedrock at the surface and stony subsoils, which are the limiting factors in the quantity of
salvageable topsoil. The average topsoil depth at well site G-2 is 30". The average topsoil
thickness for well site G-3 is 10". However, enough soil will be stripped to allow 12" of soil to be
placed during reclamation. Thus some subsoils will be stripped with the topsoil to generate the
required volume. The estimated topsoil salvage from well site G-4 area will be 28" except on the
area of the exiting road(s). The average salvageable topsoil at well site G-b is 22" . Well site G-6
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will be established on a pre-existing drill pad, with a portion of the new pad extending onto

undisturbed area. Topsoil on the pre-existing drill pad ranges from 0 to 30 inches, on the north

edge in from 20 to 28 inches and on the cut slope on the south edge from 6 to 30 inches. The

slope will be restored to original contour with the application of topsoil, the entire site will receive

at least 12 inches of topsoil. Twelve inches was used to calculate the volume of topsoil to be

salvaged and to determine the size of the topsoil pile for drill site G-6. Degas well G-7 will be

developed on a site with soils consistent with G-3. There is a pre-existing road to well G-3 that

continues on to the G-7 proposed site. There are signs of previous vehicle disturbance at the site,

however the majority of the site is undisturbed. Topsoil available for salvage has been estimated

to be 10 to 12 inches. Available topsoil will be salvaged and if necessary some subsoils will be

stripped with the topsoilto generate the required volume to place a minimum of 12 inches during

site reclamation. Available topsoil at each site will be salvaged, stockpiled and redistributed.

Twelve inches of soil will be salvaged at well site s G-9. Well site G-9 has no topsoil over

approximately half of the site, thus requiring the salvage of subsoil to generate the foot of soil
proposed for reclamation. Suitable soil for salvage at site G-10 is approximately 15 inches with

some areas having 24 inches of soil. Where available soil will be salvaged to a minimum of 15

inches and approximately 18 inches will be available to cover the G-10 disturbed area at the time

of reclamation. G-8 was not constructed, however the available topsoil at site was estimated at

about six inches.

The majority of the area at well site G-11 has been disturbed by road construction and the major
part of the undisturbed portion has shallow eroded soils, except for a small area on the west side

of the site. The shallow eroded soils are approximately 5 inches deep and the soils in the small

area are between 10 and 16 inches deep. Approximately fifty percent of the G-12 well site is a

road with no topsoil or vegetation. Between 12 and 30 inches of soil is suitable for salvage from

the other fifty percent of the pad area for site G-12.Twelve inches will be returned to the

reclamation slope at G-11 and between 12 and 15 inches at G-12. Large boulders are suspected

to be present at the G-12 site.
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At well site G-13, parent materials for soil formation are primarily colluvial deposits derived from

sandstone and shale. The surface ranges from relatively smooth and non-stoney to very stoney.

Suitable soil for salvage ranges from about 8 to 28 inches, limitation are due to high rock fragment

content and low organic matter. Portions along the southeast edge are too stony for soil salvage.

Well site G-14 (DUG205), is relatively uniform with soils of and similar to the Midfork family.

Topsoil thickness range from 12 to 24 inches, with the typical depth being 15 to18 inches. The G-

14 well site has been disturbed by logging. Between 14 and 16 inches of topsoil will be placed at

well sites G-13 and G-14 during reclamation.

The road to G-13 and G-14 are existing roads, however, the soilwill be bladed to the side of the

road at site G-14 and replaced during reclamation.

Well site G-15 is about 50 percent disturbed by a road, slope cut and fill. The undisturbed portion

of the site is a slope with a southeast aspect (35 to 45 percent gradient). The topsoil on this slope

is typically 13 to 20 inches thick, with a loam texture. Approximately 14 inches of topsoil will be

replaced during reclamation.

Well site G-16 was previously the site of an exploration hole, having been disturbed and reclaimed.

Approximately,14 inches of soilwill be salvaged as topsoil and replaced during reclamation. The

topsoil on the access road will be bladed to one side of the road and replaced during reclamation.

At well site G-17 approximately one-third of the site is an existing road. Sufficient topsoil will be

salvaged to replace 12 inches over the area of disturbance during reclamation.

The entire area of well site G-19 was previously disturbed by logging activities with two roads

crossing through the area. During the soil survey it was determined that the topsoil ranged from

8 to 35 inches in depth. Approximately 16 inches of topsoilwill be salvaged for replacement on the

slopes during reclamation.
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223 Soil Gharacterization

The topsoil evaluation described in this chapter was performed by Daniel M. Larsen, Professional
Soil Scientist and Dean Stacy, NRCS Range Management Specialist in accordance with the
standards of the National Cooperative Soil Survey. The topsoil evaluation for Well G-19 was
performed by Craig Clement, P.G. and Dean Stacy, NRCS Management Specialist in acenrdance
with the standards of the National Cooperative Soil Survey and the USDA/NRCS WEB Soit Survey
utility.

224 Substitute Topsoil

Dugout Canyon does not plan to use substitute topsoil as growth media except as described in
Section 222.400.

230 OPERATION PLAN

231 General Requirements

231.100 Removing and Storing Topsoil Methods

The topsoil will be removed, stockpiled and protected with a berm and/or silt fence. A qualified
person will be on site during soil salvage to monitor and supervise the operation for the purpose

of maximizing salvage volumes. Prior to topsoil salvage shrubs/vegetation will be removed and
placed/wind rowed along the inside perimeter of the disturbed area.

After the topsoil is removed, the mud pit will be excavated and the soils from the mud pit excavation
will be stored immediately adjacent to the mud pit. Mud pit excavation of subsoil will be
approximately 110 CY at each well site.
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The subsoil excavation for the mud pits at G-7 thru G-17 and G-19 was approximately 430 CY.

A portable container for drilling fluids will be used if necessary, should there not be sufficient

subsoil depth to excavate a mud pit.

Topsoil beneath the topsoil stockpiles will not be removed. Ribbon or a marking fabric will be
placed on top of the topsoil prior to placement of the topsoil from the well pad area.

The approximate volume of subsoil to be salvaged and used to create berms around the perimeter

of the well site including the topsoil stockpile perimeter is: G-1 - 161 CY; G-2 - 254 CY, G-3 - 208

cY, G-4-165 Cy, G-5 - 191 Cy, G-6 - 156 Cy, G-7 - 107 Cy, G-g - 143 Cy, G-g - 192 Cy, G-10
- 137 CY, G-11 -  185 Cy, G-12 -  260 Cy, G-13 -  142Cy, G-14A -  123 Cy, G-15 -  101 Cy, G-16 -

98 CY, G-17 - 83 CY and G-19 - 48 CY.

231 .200 Su itabi I ity of Topsoi I Su bstitutes/S u pplements

See Section 224.

231.300 Testing of Topsoil Handling and Reclamation Procedures
Regardi n g Revegetation

Dugout will exercise €re to guard against erosion during and after application of topsoil and will

employ the necessary measures to ensure the stability on graded slopes. Erosion control
measures will include silt fences, berms, seeding, straw bales, soil roughening, and mulching of
the soils.

Topsoil will be redistributed and the original soil surface beneath the topsoil stockpile will be
roughened as presented in Section 242.100 and seeded with the seed mix described in Chapter

3, Section 352.
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Methods used to evaluate success of revegetation and stabilization are discussed in Chapter 3,
Section 356.

231.400 Gonstruction, Modification, Use, and Maintenance of Topsoil

Storage Pile

Topsoil removed from the drill pad sites will be stockpiled on the site, except at well site G-14
where it will be stockpiled approximately 1110 mile away. The estimated volumes of topsoil
stockpile for each site are shown in Table 2-1. The stockpiles will be sized as shown inTable 2-2.

The slopes of the stockpile will be 1 H:1V or approximately 450 during the construction phase. Soils
in these areas generally have an angle of repose greater than 50 degrees, making a stockpile with
1:1 slopes feasible. The steeper slope also help minimize the area to be disturbed. When space
is available topsoil will be stockpiled with slopes of 2H:1V.

2-9



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment
June 14,2007-ffffie6

TABLE2.2

Topsoil Stockpile Dimensions*

Well No. Length (ft) width (ft) Height (ft)

G-1 55 35 16

G-2 156 50 20

G-3 70 60 17

G-4 110 35 17

G-5 90 65 21

G-6 105 30 13

G-7 80 70 6 to12

G-g*" 168 60 6

G-9"* 160 90 30

G-10** 170 80 65

G-1 1** 40 50 12

G-12** 60 80 18

G-13** 120 100 17

G-14A** 120 60 11

G-15** 90 90 19

G-16*" 100 80 12

G-17"* 85 55 10

G-19"* 206 - 352 (Roads) 10 5

125 (Pad) 30 40
* These are approximate dimensions of the topsoil stockpile and construction dimensions may vary.
** The height represents the elevation difference between the lowest point and highest point of the topsoil
stockpile. The topsoil thickness will vary with the slope of the native ground surface. When stored on steep
slopes the topsoil thickness will be much less than the estimated height of the stockpile.

see section 234.200 for detailed information on the topsoil stockpile(s).
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232 Topsoil and Subsoil Removal

292.100 Topsoil Removal and Segregation

All topsoil will be removed as a single layer with no segregation. Topsoil will be removed using a
dozer and/or loader. Refer to section 231.100 for additional details.

232.200 poor Topsoil

No poor soils exist at the well sites see Attachment 2_1.

232.900 Thin Topsoil

Not applicable see Attachment 2-1.

232.400 Minor Disturbances Not Requiring Topsoil Removal

Topsoil will not be removed arong the fence line at the wells sites.

232.500 Subsoil Segregation

The B and C soil horizons will not be removed. Any small quantity of subsoil removed with the
topsoilwill not be segregated.

232.600 Timing

Topsoil removal will take place after all vegetation that could interfere with salvaging the topsoil has
been grubbed.
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232-700 Topsoil and Subsoil Removal Under Adverse Gonditions

The topsoilwill be removed first and stockpiled and the remaining soil horizons will be left in place,
except where natural conditions render removal operations hazardous or detrimental to soils
outside the disturbed area then topsoil will not be removed.

Conventional Machines - In locations where steep grades, adverse terrains, severe rockiness,
limited depth of soils, or other adverse conditions exist that render soil removal activities using
conventional machines hazardous, soils will not be salvaged and stockpiled. Such conditions are
not likely to occur in these areas.

Substitute Topsoil - lmporting of substitute topsoil is not anticipated (Section 224).

233 Topsoil Substitutes and Supplements

233.1 00 Overburden Materials Supplementing and/or Replacing Topsoil

No overburden materialwill be used.

233.200 suitability of ropsoil substitutes and supptements

No substitute topsoil is planned.

233.300 Physical and Ghemicat Analysis

See Section 243.

233.400 Testing of Substitute Topsoil

No substitute topsoil is planned.
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234 Topsoil Storage

234.1 00 Topsoil Stockpi I in g

Topsoil will be stockpiled for later use in reclamation operations. The topsoil will be stored and
treated as outlined in Section 234 of this amendment. Refer to Sections 231 throug n 234 of the
M&RP for additional information pertaining to the topsoil at the Pace Canyon Fan site.

234.200 Topsoi I Stockpi te

stable stockpile Site - stockpiled materialwill be placed on a stable site.

Protection from Contaminants and Compaction - To protect the topsoil from contaminants and
unnecessary compaction that could interfere with vegetation, the stockpile will be isolated from the
main surface area by a berm and/or silt fence. A sign designating "topsoil" will be installed on the
stockpile.

The topsoil stockpile will be constructed in such a manner as to allow access for repair of the pile
surfaces and diversion structures.

Wind and Water Erosion Protection - The topsoil stockpile will be protected from water erosion by
berms, which trap sediment runoff from the stockpile. The berms have been designed to
completely contain the 1o-year 24-hour storm event (see Attachment 7-1). The stockpile will be
surface pitted, gouged and/or roughened and revegetated using the grass seeds listed in Table 3-2
to prevent wind erosion.

Topsoil Redistribution - Stockpile soilwill not be moved until redistribution during contemporaneous
or final reclamation operations unless approved by the Division.
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At well pad G-19 a portion of the salvaged topsoil will be stored on existing roads. There is no
topsoil remaining on these existing roads and the roads will remain following reclamation of the G-
19 pad site. Wide flagging will be used as a markerto identifythe separate between the road
surface and the stored topsoil.

234.300 Topsoil Stockpi le Relocation

Stockpiled soil in jeopardy of being detrimentally affected in terms of its quantity and quality by
drilling operations may be temporarily redistributed or relocated on approval by the Division and
modification of this M&RP.

240 RECLAMATION PLAN

241 General Information

Reclamation of the degassification sites (topsoil redistribution, amendments, and stabilization) is
discussed in Sections 242,243, and 244 respectively.

242 Soil Red istribution

242.100 Soil Redistribution practices

The topsoil will be placed after recontouring of the site has occurred. Topsoilwill be handled when
they are loose or in a friable condition. The moisture content will be visually monitored and water
will be added as needed to enhance the soil's condition for handling. The approximate amount of
topsoil available for each site is shown in Table 2-1. The reclamation time line can be found on
Figure 5-15 for sites G-2 and G-3 and on Figure 5-26 for sites G-4 thru G-1 7 and G-19.

The topsoil will be distributed in two phases at well site G-2, the first phase will be the
contemporaneous reclamation of a portion of the pad area used during well construction (see
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Figures 5-4, 5-8 and 5-12). During contemporaneous reclamation topsoil from the stockpile will

be distributed in the depths shown in Table 2-3.

Final reclamation will occur at all well sites after venting of the methane gas is complete, venting

equipment has been removed and the well has been plugged. Well plugging will be delayed atwell

sites G-2, G-5 and G-7, to allow additional time for venting of the gob behind the sealed panels and

to provide surface access to the mine. The surface at well sites G-2 and G-5 will be reclaimed in

200612007, however the wells will not be plugged. The surface at well site G-7 will be reclaimed

in 2008, but the wells will not be plugged. The topsoil stockpile storage area and access road (G-2

and G-5) will be reclaimed during this final phase. The access roads to G-3, G-4, G-6, G-7, G-8,

G-9, G-10, G-11 and G-12 are pre-existing and wil l not be reclaimed.

The topsoil stockpile storage area and access road (G-2 and G-5) will be reclaimed following the
plugging of the wells . The access roads to , G-3, G-4, G-6, G-7, G-8, G-9, G-10, G-1 1, G-12, G-

13, G-15, G-17 and G-19 are pre-existing and will not be reclaimed. The access road joining the
pre-existing road to G-16 and the portion of the access road between the topsoil stockpile and the

well site at G-14 will be pocked/gouged and seeded during final reclamation of the site.

Refer to Section 341 for additional information.

Soil Thickness - The topsoilwill be distributed during contemporaneous and final reclamation in

the thickness shown in Table 2-3.

Compaction - Prior to the application of topsoil, compacted subsoils will be roughened or loosened

for a depth of 18 to 24 inches. To prevent compaction of topsoil, soil moving equipment will refrain

from unnecessary operation over spread topsoil. The topsoil will be in a loosened condition prior

to seeding.
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Following the drying of the mud pit materials, the dirt excavated to create the mud pitwill be mixed
with the drill cutting and returned to the pit to prevent a boundary of hard material from forming in
the mud pit area that would hamper root penetration and then compacted to minimize setling.

Erosion - Care will be exercised to ensure the stability of topsoil on graded slopes to guard against
erosion during and aftertopsoilapplication. Post reclamation (contemporaneous and final) erosion
control measures will be surface roughing, mulching and seeding.

242.200 Regrading

The areas will be graded to their approximate original topographic configuration, except as
approved by the Division.

242.300 Topsoil Redistribution on lmpoundments and Roads

The mud pits will be dismantled and filled following completion of drilling. See Sectio n 242.100,
Compaction for additional information. Mud pits will be covered with the same amount of topsoil
as the rest of the site. The roads existing prior to starting the drilling program will not be reclaimed.
Access roads built to allow entrance to the drilling pads will be reclaimed and will receive topsoil
in the same depth as their corresponding pad areas .

243 Soil Nutrients and Amendments

The soils will be analyzed directly following salvage to determine if amendments are needed.
Testing of the topsoil will be done according to Table 6 of the Division's Topsoil and Overburden
Guidelines. The topsoil will be tested at a minimum for the following parameters: pH, electrical
conductivity, total carbon, SAR, water holding capacity, plant available nitrogen, and phosphorus.
Results of these analyses will be incorporated into Attachment 2-2.
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TABLE 2.3

Approximate Topsoil Distribution Thickness

* Wells G-1 and G-8 were never constructed.

Well Site No. Topsoil Thickness (lnches)

G-1* 7

G-2 30

G-3 12

G-4 28

G-5 22

G-6 12

G-7 12

G-g* 12

G-9 12

G-10 18

G-11 12

G-12 15

G-13 14 -16

G-144 14-16

G-15 14

G-16 14

G-17 12

G-19 16
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244 Soil Stabilization

244.100 Protection and Stabilization of Surface Area

All reclaimed areas will be stabilized to control erosion by application of mulch, tackifier, and
roughening of the surface. The areas will be graded to the approximately original topographic
configuration. Seeding will be accomplished with the application of seeds and mulch with a long
fiber tackifier or broadcast. Methods of protection and stabilization are further discussed in Chapter
3, Section 341.

244.200 Mu lch Appt ication

Mulch/tackifierwill be applied to stabilize the soil on all areas that have been regraded and covered
with growth media. For further discussion of revegetation practices to be utilized, see Chapter 3,
Section 341.

244.300 Rills and Guilies

Postmining Land Use and Revegetation - Rills and gullies that are approximately nine (9) inches
in depth and disrupt the postmining land use or reestablishment of vegetative cover will be
regraded and seeded. In addition, the repair of rills and gullies will assist in the maintenance of
water quality standards.

250 PERFORMANCE STANDARDS

251 Topsoil, Subsoil, and Topsoil Supplements Management

All topsoil, subsoil, and topsoil supplements will be managed as outlined in Sections 230 and 240.
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252 Stockpiled Topsoil and Subsoil

Allstockpiled topsoil and subsoilwill be managed according to plans outlined in Sections 230 and

240.
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ATTAGHMENT 2.1

SOIL INVENTORY AND ASSESSMENT

add to the back of existing information



EOPHYSICAL, INc.

4 | l4 West 9950 North
Cedar Hills, Utah 84062

Phone 80 | -372-3685
Fax 80 l -785-5748

February 19,2007

Ms. Vicky Miller,
Dugout Canyon Mine
PO Box 1029
Weffington, Utah 84542

Dear Ms. Mil ler,

This letter repoft summarizes the methodology and results of the soil survey conducted by
Clement Drilling & Geophysical, Inc. for the Gilson Methane Drainage Wells project in and near
Pace Canyon, Carbon County, Utah.

NRCS Soil Data

The Gilson Methane Drainage Wells project proposed disturbed areas G-20, G-32, Upper
Staging Pad and G- l9 ( 190) and the surrounding area along Pace Canyon were evaluated using
the United States Department of Agriculture (USDA), Natural Resources Conservation
Services' (NRCS) WEB Soil Surrrey (WSS) utility. Figure I presents the map generated by the
utility with annotation added showing the approximate location of the soil test pits. Detailed
soil series descriptions for the soil series that occur in the study area are presented in
Appendix A.

Soil Test Pits

Soil test pits were excavated at each of the proposed disturbed areas. A backhoe was used to
excavate the pits at locations G-32 and the Upper Staging Pad. The test pits at locations G-20
and G- f 9 ( 190) were excavated by hand on November 20,2006. The soil pits were excavated
at locations that appeared to be representative of soil at each proposed disturbed area. Two
pits were excavated at location 190 due to the slope aspects at the proposed location. The
locations of the test pits are approximately located on Figure I and coordinates of each test pit
collected using a GPS receiver are presented in the test pit logs. The test pit logs are
presented in Appendix B and photographs of the excavations in Appendix C. The soils
observed in the test pits appear to generally correlate to the NRCS soil series map.

Please feel free to contact me if you have any questions regarding the results of the soil survey.
I appreciate the opportunity to work with you on this project.

Sincerely,
Clement Drilling &-Geophysic;1, Inc.

t ,44 //*
O crfr M. ctement, P.G.
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Soil Suryey of Csbon Afte, Ual', ParB of Carbon and Emery Cmrnie Gilson Mdhile Dnimge Wcllr Sril Survey

Map Unit Legend Summary

Carbon Area, Utah, Parts of Carbon and Emery Counties

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

Doney family, 50 to 70 percenl
sropes

72.8

u.7

Rottulee family-Trag complex 751.6

Senchert loam, 30 to 50 percent
slopes

Midfork family-Comodore cornplex

Ns&iAaolrc
GdGuiio S.ri.r

Web Soil Suruey l. l
Nalionrl Cooperalive SoiI Suney

2t19n007
Page 3 of3

Figure 3
Soil Map Map Unit Legend
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Map Unit Description

Carbon Area, Utah, Parts of Carbon and Emery Counties

Beje-Trag complex

Setting

Elevation: 6980 to 9670 feet
Mean annual  precip l tat ion:  16 to 20 inches
Mean annual  a i r  temperature:  38 to 45 degrees F
Frost-free period. 60 to 100 days

Beje and similar soils: 55 percent
Trag and similar soils: 20 percent

Description of Beje

Setting

Composit ion

Landform: Ridges
Landform position (two-dimensional): Summit
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Slope alluvium and/or colluvium over residuum weathered from sandstone and shale

Properties and Qualities
Slope:  3to 15 percent
Depth to restrictive feature: 10 to 20 inches to Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 inihr)
Frequency of flooding: None
Frequency of  ponding:  None
Calcium carbonate maximum: 5 percent
Gypsum maximum: 0 percent
Available water capacity: Very low (about 2.4 inches)

Interpretive Groups
Land capability (non irrigated): 6s
Ecological site: Mountain Shallow Loam (Mountai (R047XA446UT)

Typical Profile
0 to 6 inches: loam
6 to 14 inches:  c lay loam
14to 18 inches: unweathered bedrock

Description of Trag

Setting
Landform: Draws
Down-slope shape: Linear
Across-slope shape: Concave
Parent material: Alluvium and/or colluvium derived from sandstone and shale

Properties and Qualities
Slope: 3 to 30 percent
Drainage class: Well drained
Capacity of the most l imiting layerto transmit water (Ksat): Moderately high (0.20 to 0.60 in/hr)
Frequency of flooding: None
Frequency of  ponding:  None
Calcium carbonate maxrmum: 10 percent
Gypsum maximum: 0 percent
Available water capacity: High (about 10.8 inches)

lnterpretive Groups
Land capability (non irrigated): 6e
Ecological site: MOUNTAIN LOAM (SALINA WILDRYE) (R048AY409UT)

Typical Profile
0 to 5 inches: clay loam
5 to 39 inches: clay loam
39 to 60 inches: clay loam

USDA
-

Natural Resources
Conservation Service

Tabular Data Version: 3

Tabular Data Version Date: 1211412006 Page  1  o f  12
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Map Unit Description

Carbon Area, Utah, Parts of Carbon and Emery Counties

26 Doney family, 50 to 70 percent slopes

Setting

Elevatron: 8080 to 9470 feet
Mean annual  precip i tat ion:  16 to 20 inches
Mean annual air temperature: 38 to 45 degrees F
Frost-free period: 70 to 100 days

Composition

Doney and similar soils: 80 percent

Description of Doney

Setting
Landform: Mountain slopes
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Colluvium and/or slope alluvium over residuum weathered from siltstone, sandstone and shale

Properties and Qualities
Slope: 50 to 70 percent
Surface area covered with stones and boulders: 8.0 oercent
Depth to restrictive feature: 20 to 40 inches to Paralithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 15 percent
Gypsum maximum: 0 percent
Available water capacity: Low (about 5.1 inches)

Interpretive Groups
Land capability (non irrigated): 7e
Ecologicals i te:  MOUNTAIN VERY STEEP LOAM (SALI (R048AY466UT)

Typical Profile
0 to 4 inches: stony loam
4 to 35 inches: loam
35 to 39 inches: weathered bedrock

USDA
-

Natural Resources
Conseryation Service

Tabular Data Version: 3

Tabular Data Version Date: 12114120OG Page2o t  12
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27

Map Unit Description

Carbon Area, Utah. Parts of Carbon and Emerv Counties

Doney fam ily-Podo com plex

Setting

Elevation: 7980 to 8970 feet
Mean annual  precip i tat ion:  16 to 20 inches
Mean annual  a i r  temperature:  38 to 45 degrees F
Frost-free period: 70 to 100 days

Doney and similar soils: 55 percent
Podo and similar soils: 35 percent

Description of Doney

Setting

Composition

Landform: Mountain s lopes
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Colluvium and/or slope alluvium over residuum weathered from siltstone, sandstone and shale

Properties and Qualities
Slope: 50 to 70 percent
Surface area covered with stones and boulders: 8.0 percent
Depth to restrictive feature: 20 lo 40 inches to Paralithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hQ
Frequency of flooding: None
Frequency of ponding: None
Calcium carlconate maximum: 15 oercent
Gypsum maximum: 0 percent
Available water capacity: Low (about 5.1 inches)

lnterpretive Groups
Land capability (non irrigated): 7e
Ecologicals i te:  MOUNTAIN VERY STEEP LOAM (SALI (R048AY466UT)

Typical Profile
0 to 4 inches: stony loam
4 to 35 inches: loam
35 to 39 inches: weathered bedrock

Description of Podo

Setting
Landform. Mountain slopes
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Colluvium and/or slope alluvium over residuum weathered from limestone, sandstone and shale

Properties and Qualities
Slope: 4O lo 70 percent
Surface area covered with stones and boulders: 28.0 oercent
Depth to restrictive feature: 8 to 20 inches to Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 5 percent
Gypsum maximum: 0 percent
Available water capacity: Very low (about 2.1 inches)

Interpretive Groups
Land capability (non irrigated): 8e
Ecologicalsite: MOUNTAIN VERY STEEP STONY LOAM (R047XA473UT)

Typical Profile
0 to 5 inches: very stony loam

USDA
-

Natural Resources
Conservation Service

Tabular Data Version: 3

Ta bufar Data Version Date: 1211 412006 P a g e 3 o f 1 2
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Map Unit Description

Carbon Area. Utah. Parts of Carbon and Emerv Counties

5 to 16 inches:  loam
16 to 20 inches: unweathered bedrock

USDA Natural Resources

e- 
conservation service

Tabular Data Version: 3

Tabular Data Version Date: 1211412006 Page  4o I  12
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62

Map Unit Description

Carbon Area. Utah. Parts of Carbon and Emerv Counties

Midfork fami ly-Comodore complex

Setting

Elevation: 7880 to 9470 feet
Mean annual  precip i tat ion:  16 to 25 inches
Mean annual  a i r  temperature:  34 to 45 degrees F
Frost-free period. 4O to 80 days

Midfork and similar soils: 50 oercent
Comodore and similar soils: 20 percent

Description of Midfork

Setting

Composit ion

Landform: Mountain s lopes
Down-slope shape: Convex
Across-slope shape, Convex
Parent material: Colluvium derived from sedimentary rock

Properties and Qualities
Slope: 50 to 70 percent
Surface area covered with stones and boulders: 13.0 percent
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately high or high (0.60 to 2.00 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 5 percent
Gypsum maximum: 0 percent
Available water capacity: Low (about 5.1 inches)

Interpretive Groups
Land capability (non irrigated): 7e
Ecological site: High Mountain Very Steep Loam (R048AY530UT)

Typical Profile
0 to 4 inches: bouldery loam
4 to 7 inches. bouldery loam
7 to 17 inches: very channery loam
17 to 60 inches: very gravelly loam

Description of Comodore

Setting
Landform. Mountain s lopes
Down-slope shape: Convex
Across-slooe shaoe: Convex
Parent material: Colluvium derived from sandstone

Properties and Qualities
Slope: 50 to 70 percent
Surface area covered with stones and boulders: 13.0 oercent
Depth to restrictive feature: 10 to 20 inchesto Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of  ponding:  None
Calcium carbonate maximum: 0 percent
Gypsum maximum: 0 percent
Available water capacity: Very low (about 1.7 inches)

Interpretive Groups
Land capability (non irrigated): 7e
Ecological site: High Mountain Very Steep Loam (R048AY530UT)

Typical Profile
0 to 6 inches: bouldery loam

USDA Natural Resources

e- 
(lonservation service

Tabular Data Version: 3
Tabular Data Version Date 1211 412006 P a g e 5 o f 1 2
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Map Unit Description

Carbon Area, Utah, Parts of Carbon and Emery Counties

6 to 19 inches: very stony loam
19 to 23 inches: unweathered bedrock

USDA Natural Resources

- conservation service
Tabular Data Version: 3

Tabular Data Version Date: 12/1412006 Page  6  o f  12
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Map Unit Description

Carbon Area. Utah. Parts of Carbon and Emerv Counties

Roc k ou tcrop-Ru bble land -Travess i I la com pl ex

Setting

Elevation: 6480 to 8670 feet
Mean annual  precip i tat ion ' .  12lo 14 inches
Mean annual  a i r  temperature:  45 to 47 degrees F
Frost-free period: 80 to 120 days

Rock outcrop. 35 percent
Rubbleland: 30 percent
Travessilla and similar soils. 25 percent

Description of Rock outcrop

Setting
Landform : Escarpments, canyons
Down-slope shape: Linear
Across-slope shape: Linear

Properties and Qualities
Slope: 30 to 70 percent
Depth to restrictrve feature: 0 to 0 inches to Lithic bedrock
Capacity of the most l imiting layer to transmit water (Ksat):
Frequency of flooding: None
Frequency of ponding: None
Available water capacity: Very low (about 0.0 inches)

Interpretive Groups
Land capability (non irrigated): 8s

Typical Profile
0 to 60 inches: unweathered bedrock

Composit ion

Very low or moderately low (0.00 to 0.06 in/hr)

I 
O"""ription of Rubbletand

Sefting
Landform: Escarpments, canyons
Down-slope shape: L inear
Across-slope shape: Linear

Properties and Qualities
Slope: 30 to 70 percent
Depth to restrictive feature: 0 to 0 inches to Lithic bedrock
Drainage class: Excessively drained
Capacity of the most limiting layer to transmit water (Ksat): Very high (20.00 to 20.00 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 0 percent
Gypsum maximum: 0 percent
Available watercapacity: Very low (about 0.0 inches)

Interpretive Groups
Land capability (non irrigated): 8s

Typical Profile
0 to 60 inches: fragmental material

Description of Travessilla

Setting
Landform : Canyons, escarpments
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Colluvium and/or slope alluvium over residuum weathered from sandstone

Properties and Qualities

USDA
-

Natural Resources
Conservation Service

Tabular Data Version: 3

Tabular Data Version Date: 1211412006 PageT oI  12
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Map Unit Description

Carbon Area. Utah. Parts of Carbon and Emerv Counties

Slope: 30 to 70 percent
Depth to restrictive feature: 6 to 20 inches to Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 15 oercent
Gypsum maximum: 0 percent
Available water capacity: Very low (about 2.3 inches)

Interpretive Groups
Land capability (non irrigated): 8e
Ecological site: Upland Very Steep Shallow Loam (R034XY342UT)

TypicalProfile
0 to 3 inches: very gravelly fine sandy loam
3 to 17 inches: very fine sandy loam
17 to21 inches: unweathered bedrock

USDA Natural Resources
:- conservation seryi c e

Tabular Data Version: 3

Tabular Data Version Date: 1211412006 Page 8 of  12
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Map Unit Description

Carbon Area, Utah, Parts of Carbon and Emery Counties

97 Rottulee family-Trag complex

Sefting

Elevation: 7080 to 8670 feet
Mean annual  precip i tat ion:  16 to 20 inches
Mean annual air temperature: 38 to 45 degrees F
Frost-free period: 60 to 100 days

Rottulee and similar soils: 60 percent
Trag and similar soils: 20 percent

Description of Rottulee

Setting

Composition

Landform: Mountain slopes, cetnyons
Down-slope shape: Convex, l inear
Across-slope shape: Convex, l inear
Parent materlal: Colluvium over residuum weathered from sandstone and shale

Properties and Qualities
Slope: 30 to 60 percent
Depth to restrictive feature: 20 to 4O inches to Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 15 percent
Gypsum maximum: 0 percent
Available water capacity: Low (about 5.2 inches)

Interpretive Groups
Land capability (non irrigated): 7e
Ecologicalsite: MOUNTAIN VERY STEEP STONY LOAM (R047XA473UT)

Typical Profile
0 to 8 inches: loam
I to 15 inches:  c lay loam
15 to 23 inches: gravelly silty clay loam
23to34 inches: gravelly silt loam
34 to 38 inches: unweathered bedrock

Description of Trag

Setting
Landform: Canyons, mountain slopes
Down-slope shape: Convex, l inear
Across-slope shape: Convex, l inear
Parent material: Alluvium and/or colluvium derived from sandstone and shale

Properties and Qualities
Slope: 30 to 60 percent
Surface area covered with stones and boulders: 13.0 percent
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately high (0.20 to 0.60 in/hr)
Frequency of flooding: None
Frequency of ponding. None
Calcium carbonate maximum: 10 percent
Gypsum maximum. 0 percent
Available water capacity: High (about 10.2 inches)

Interpretive Groups
Land capability (non irrigated): 7e
Ecological site: MOUNTAIN LOAM (SALINA WILDRYE) (R048AY409UT)

Typical Profile
0 to 10 inches: stonv loam

USDA

F
Natural Resources
(lonservation Service

Tabular Data Version: 3

Tabular Data Verson Date: '1211412006 Page  9  o f  12

A-9



10 to 36 inches:  c lay loam
36 to 60 inches: clay loam

100 Senchert loam, 3 to 15 percent slopes

Elevation: 8670 to 9470 feet
Mean annual precipitation: 20 to 30 inches
Mean annual air temperature: 36 to 38 degrees F
Frost-free period: 40 to 60 days

Senchert and simrlar soils: 80 percent

Description of Senchert

Sefting

Map Unit Description

Carbon Area, Utah, Parts of Carbon and Emery Counties

Setting

Composition

Landform: Ridges,  p lateaus
Landform position (two-dimensional): Summit
Down-slope shape: Convex, l inear
Across-slope shape: Convex, l inear
Parent material: Colluvium and/or slope alluvium over residuum weathered from sandstone and shale

Properties and Qualities
Slope: 3 to 15 percent
Depth to restrictive feature: 20 to 40 inches to Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 0 oercent
Gypsum maximum: 0 percent
Sodium adsorption ratio maximum: 5.0
Available watercapacity: Moderate (about 6.2 inches)

lnterpretive Groups
Land capability (non irrigated): 6e
Ecological site: High Mountain Loam (Aspen) (R047XA508UT)

Typical Profile
0 to 4 inches: loam
4 to 16 inches:  loam
16 to 35 inches: clay loam
35 to 39 inches: unweathered bedrock

USDA
J-

Nafural Resources
Conservation Service

Tabular Data Version: 3

Tabular Data Version Date'. 1 211 412006 P a g e  l Q o f  1 2
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101

Map Unit Description

Carbon Area, Utah. Parts of Carbon and Emerv Counties

Senchert loam, 30 to 50 percent slopes

Setting

Elevation: 8580 to 9370 feet
Mean annual precipitation. 20 to 30 inches
Mean annual air temperature: 36 to 38 degrees F
Frost-free period: 4O to 60 days

Senchert and similar soils: 80 percent

Description of Senchert

Setting

Composition

Landform: Mountain s lopes
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Colluvium and/or slope alluvium over residuum weathered from sandstone and shale

Properties and Qualities
Slope: 30 to 50 percent
Depth to restrictive feature: 20 to 40 inches to Lithic bedrock
Drainage class: Well drained
Capacity of the most l imiting layer to transmit water (Ksat): Moderately low or moderately high (0.06 to 0.20 in/hr)
Frequency of flooding: None
Frequency of ponding: None
Calcium carbonate maximum: 0 percent
Gypsum maximum: 0 percent
Sodium adsorption ratio maximum: 5.0
Available water capacity: Moderate (about 6.2 inches)

Interpretive Groups
Land capability (non irrigated): 7e
Ecological site: High Mountain Loam (Aspen) (R047XA508UT)

Typical Profile
0 to 4 inches: loam
4 to 16 inches:  loam
16 to 35 inches:  c lay loam
35 to 39 inches: unweathered bedrock

USDAr Natural Resources
Conservation Service

Tabular Data Version: 3

Tabular Data Version Date: 1 211 412006 P a g e 1 1 o f 1 2
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Map Unit Description
Detai led Soi lMao Uni ts

The map units delineated on the detailed soil maps in a soil survey represent the soils or miscellaneous areas in the survey area. The map unit
descriptions in this report, along with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more major kinds of soil or miscellaneous areas. A map unit is identified
and named according to the taxonomic classification of the dominant soils. Within a taxonomic class there are precisely defined limits for the properties
of the soils. On the landscape, however, the soils are natural phenomena, and they have the characteristic variabil ity of all naturalphenomena. Thus,
the range of some observed properties may extend beyond the limits defined for a taxonomic class. Areas of soils of a single taxonomic class rarely, if
ever, can be mapped without including areas of other taxonomic classes. Consequently, every map unit is made up of the soils or miscellaneous areas
for which it is named and some minor components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the map unit, and thus they do not affect use and management. These
are called noncontrasting, or similar, components. They may or may not be mentioned in a particular map unit description. Other minor components,
however, have properties and behavioral characteristics divergent enough to affect use or to require different management, These are called
contrasting, or dissimilar, components. They generally are in small areas and could not be mapped separately because of the scale used. Some srnall
areas of strongly contrasting soils or miscellaneous areas are identified by a special symbol on the maps. The contrasting components are mentioned in
the map unit descriptions. A few areas of minor components may not have been observed, and consequently they are not mentioned in the
descriptions, especially where the pattern was so complex that it was impractical to make enough observations to identiff all the soils and
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the usefulness or accuracy of the data. The objective of mapping is not to
delineate pure taxonomic classes but rather to separate the landscape into landforms or landform segments that have similar use and management
requirements. The delineation of such segments on the map provides sufficient information for the development of resource plans. Jf intensive use of
small areas is planned, however, onsite investigation rs needed to define and locate the soils and miscellaneous areas.

An ldentifoing symbol precedes the map unit name in the map unit descriptions. Each description indicates the composition of the map unit and selected
properties of the components of the unit.

Soils that have profiles that are almost alike make up a "soil series." Except for differences in texture of the surface layer, all the soils of a series have
major horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, salinity, degree of erosion, and other characteristics that affect their use.
On the basis of such differences, a soil series is divided into "soil phases." Most of the areas shown on the detalled soil maps are phases of soil series.
The name of a soil phase commonly indicates a feature that affects use or management. For example, Alpha silt loam, 0 to 2 percent slopes, is a phase
of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas, These map units are complexes, associations, or undifferentiated
groups.

A "complex" consists of two or more soils or miscellaneous areas in such an intricate pattern or in such small areas that they cannot be shown
separately on the maps. The pattern and proportion of the soils or miscellaneous areas are somewhat similar in all areas. Alpha-Beta complex, 0 to 6
percent slopes, is an example.

An "association" is made up of two or more geographically associated soils or miscellaneous areas that are shown as one unit on the maps. Because of
present or anticipated uses of the map units in the survey area, it was not considered practical or necessary to map the soils or miscellaneous areas
separately. The pattern and relative proportion of the soils or miscellaneous areas are somewhat similar. Alpha-Beta association, 0 to 2 percent slopes,
is  an examole.

An "undifferentiated group" is made up of two or more soils or miscellaneous areas that could be mapped individually but are mapped as one unit
because similar interpretations can be made for use and management. The pattern and proportion of the soils or miscellaneous areas in a mapped area
a r e n o t u n i f o r m . A n a r e a c a n b e m a d e u p o f o n l y o n e o f t h e m a j o r s o i l s o r m i s c e l l a n e o u s a r e a s , o r i t c a n b e m a d e u p o f a l l  o f t h e m .  A l p h a a n d B e t a
soils, 0 to 2 percent slopes, is an example.

Some surveys include "miscellaneous areas." Such areas have litt le or no soil material and support l itt le or no vegetation. Rock outcrop is an example.

Additional information about the map units described in this report is available in other Soil Data Maft reports, which give properties of the soils and the
l imi tat ions,capabi l i t ies,andpotent ia lsformanyuses.  Also, thenarrat ivesthataccompanytheSoi l  DataMartreportsdef lnesomeofthepropert ies
included in the map unit descriptions.

USDA Natural Resources

J- 
conservation serYice

Tabular Data Version: 3

Tabular Data Version Date: 1211412006 P a g e  1 2 o f  1 2
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Appendix I
Soil Test Pit Logs
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Appendix C
Photographs



Gl9-SP-l - Photograph I
Looking SW at pit

G l9-SP-l - Photograph 2
Pit with 5' of tape for scale

G l9 -SP- l  -Pho tog raph4

60 to 100 cm
G l9-SP-l - Photograph 3

0 to60cm

c- l



Gl9-SP-l - Photograph 5
100 to 150 cm

G l9-SP-2 - Photograph 2
Pit with 80 cm of tape extended

G | 9-SP-2 - Photograph I
Looking N at pit

GI9-SP-2 - Photograph 3
0 to40cm

c-2



G20-SP-l - Photograph I
Looking N at pit

Gl9-SP-2 - Photograph 4
40 to 8l cm

G20-SP-l - Photograph 2
Pit with 76 cm of tape extended

G20-SP-l - Photograph 3
0 to40cm

c-3



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amend ment
June 1 4, 2007-rtubr{€;406

ATTAGHMENT 2.2

TOPSOIL CALCULATIONS

add to the back of existing information



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment
June 14,2007

ATTACHMENT 2-2

TOPSOIL CALCULATIONS - G.19



PAD G-19 Summary

Iopsoil Excavation Volume Assumins 16 in. Salvaee Depth (cvd) 2.716
Topsoil Storage Volume Available on Existins Roads and on Pad (cvd) 2.752
Disturbed Area Acreage for Topsoil Removal (ac) r .26
Subsoil Volume for Berms (cvd) 48
Iopsoil Stockpile Dimensrons:

Upper Access Road 5'H X lO'W X206'L
Lower Access Road 5'H X l0 'W X352',L
Pad Stockpile (aeainst hishwall) 4 0 ' H X 3 0 ' W X l 2 5 ' L
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PAD G-19 Subsoil Quantities Required for Berms

Lower Road Topsoil Stockpile (352 ft long)

I H: I V Side Slopes, 352' long @ I ft tal l, 27' long @2 ft. tall
V : X-sectional area * Length

17.0 cyd

Upper Road Topsoil Stockpile (216 ft long)

lH: lV Side Slopes,206' long @ I  f t ta l l ,22 ' long@2ft ta l l
V: X-sectional area * Length

10.9 cyd

Pad Topsoil Stockpile

lH: lV Side Slopes,l35' long @ 2 ft, tall
V: X-sectional area * Length

V: 20.0 cvd

TOTAL: 47.9 cvd
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Methane Degassification Amend ment
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This chapter presents a description of the biological resources found on the Dugout Canyon degas

well site areas.

311 Vegetative, Fish and Wildlife Resources

Vegetative, fish, and wildlife resource conditions in and adjacent to the proposed degassification

wells are discussed in Section 320 of this submittal and the approved M&RP.

312 Potential lmpacts to Vegetative, Fish, and Wildlife Resources

Potential impacts to vegetative, fish, and wildlife resources and the associated mitigation plan is
presented in Sections 330 and 340 of this chapter.

313 Description of Reclamation Plan

The reclamation plan used to restore the vegetative, fish, and wildlife resources to a condition

suitable for the post mining land use is presented in Section 340.

320 ENVI RON MENTAL DESCRIPTION

321 Vegetation Information

This section and the approved M&RP contain the environmental descriptions of the vegetation for

the permit and adjacent areas.
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321.100 Plant Communities Within the Proposed Permit Area

During June 2003, the degassification well sites were surveyed by patrick Collins, Mt. Nebo
Scientific. The report and survey for the areas are included in Attachment 3-1. The site for G-6
was moved to a pre-disturbed exploration well pad, the plant communities described in Mr. Collins
report reflect the undisturbed portions on the north and south edges of the well pad. Vegetation
information tor G-7 was obtained from a report prepared by the NRCS Range Management
Specialist, Dean Stacy (refer to Attachm ent 2-1 and 3-1) and the patrick Collins survey prepared
for well site G-3. A photograph of the G-7 site is included in Attachment 3-1. Weil site G-3 and the
access road can be seen on the photograph.

A vegetation survey of wellsites G-8 thru G-12 was completed in July 2005 by patrick collins, Mt.
Nebo Scientific. These sites have all been pre-disturbed, with a road running through the center
of G-8 and remnants of logging activity at both G-9 and G-10. Approximately fifty percent of the
well pads at sites G-11 and G-12 are existing roads which have no topsoil or vegetation. The
remaining area at site G-1 t has been disturbed, except for a small portion on the west side of the
site. Well site G-12 has evidence of disturbance above the road cut however both soil and
vegetation are intact' The reports and surveys for the areas will be included in Attachment 3-1.

The vegetation survey of well sites G-13 thru G-17 were completed between July and September
2005. The reports and surveys for the areas are included in Attachment 3-1 . At well site G-13,
the surface ranges from relatively smooth and non-stoney to very stoney. portions along the
southeast edge are too stony for soil salvage. The G-14 well site has been disturbed by logging.
The road to G-13 and G-14 are existing roads, however, the soil will be bladed to the side of the
road at site G-14 and replaced during reclamation.

Well site G-15 is about 50 percent disturbed by a road, slopecut and fill. The undisturbed portion
of the site is a slope with a southeast aspect (35 to 45 percent gradient). Well site G-16 was
previously the site of an exploration hole, having been disturbed and reclaimed. The topsoil on
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the access road to G-16 will be bladed to one side of the road and replaced during reclamation.

At well site G-17 approximately onethird of the site is an existing road.

321.200 Land Productivity Prior to Mining

Productivity of the well site lands prior to mining are shown in Table 3-1 . Refer to Appendix 3-1 for

a copy of the NRCS letter pertaining to productivity.

TABLE 3.1

Land Productivity

Well No. Productivity (lbs.)

Per Acre

G-1 (Previously Disturbed) 100

G-2 1,500*

G-3 1,500*

G-4 (Previously Disturbed) 150

G-5 1 500.

G-6 (Majority Previously Disturbed) 300"

G-7 1200*

G-8 (Previously Disturbed) 1200

G-9 (Previously Disturbed) 1 000*

G-1 0 (Previously Disturbed) 1 000.

G-1 1 (Previously Disturbed) 1 000.

G-1 2 (Previously Disturbed) 1 000.

G-13 1 000*

G-1 4 (Previously Disturbed) 1000.
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G-1 5 (Previously Disturbed) 1 000.

G-1 6 (Previously Disturbed) 1 000.

G-1 7 (Previously Disturbed) 1 000"

G-1 9 (Previously Disturbed) 500 - 800"

Reference Areas

Sageb rus h/Snowberry/G rass

(G-2, G-3, G-4, G-5, and G-7)

1,500*

Aspen/Maple/Douglas Fir

(G-1, G-6, and G-8)

300*

Mou ntai n Brush/Con ifer

(G-9 thru G-1 1)

1200

Conifer/Mountain Brush/Pinyon Juniper

(G-12, G-13 and G-15)

1  100

Aspen/Conifer (G-14 and G-19) 300

Mountain BrushiSnowberry

(G-16 & G-17)

1400

" Community composition is experiencing a declining trend, with decrease in herbaceous
production, increase in shrub/tree production.

322 Fish and Wildlife Information

Fish and wildlife information associated with the degas wells is provided in this chapter. A
summary of the fish and wildlife resource information for the permit and adjacent areas is
contained in Sections 322100 through 322.200 of the approved M&Rp.
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322.100 Level of Detail

The scope and level of detail within the "Methane Degassification Amendment" are sufficient to

design the protection and enhancement plan for wildlife and fish associated with the degas

wells. Additional information pertaining to fish and wildlife in the permit area is located in the

M&RP.

322.200 Site-Specific Resou rce I nformation

Raptors - An aerial raptor nest survey was done of the area by the Utah Division of Wildlife

Resource (DWR, Chris Colt, Leroy Mead) and CFC personnel in May of 2003, refer to the

Confidential Folder. Surveys were completed in May of 2004 and 2005, the information has been

incorporated into the Confidential Folder.

No raptor nests were recorded during the survey (2003) in the area (portions of N1i2SE1l4NW114

and N1/2SW1l4NE1l4 of Section 24; a portions of N1/2SW1/4NW1/4 Section 19, Township 13

South, Range 13 East) of the degas wells. Refer to Figure 1-1 for mapped well locations.

During the 2004 raptor survey, there were no active or tended nests identified in the vicinity of the

degas wells. During the 2005 raptor survey (May 12 & 20), there were no active or tended nests

identified in the vicinity of degas wells G-9 and G-10. Two golden eagles nests were observed in

the cliffs adjacent to degas well G-8 (Nest 9, DWR 2005 Raptor Survey). A single young eagle was

observed, but habitually vacates the nest within 45 days of birth. A raptor survey will be conducted

of the well site areas, each year that the wells are in operation.

A raptor survey was performed by Division of Wildlife Resources personnel in May 2006, a copy

of the written log is included with deficiencies for Task lD #2456 (located in the confidential folder).

Nest 424 when inventoried during the 1998 annual raptor survey was determined to be an inactive

raven nest and was not found or inventoried again until 2004 when it was listed as inactive. Nest
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424was not inventoried or found during the annual raptor surveys in 2005 and 2006 by the Division
of Wildlife Resources.

During a ground-truthing by Leroy Mead of the Division of Wildlife Resources on July 11,2006, the
two well sites with potential habitat for NSO and northern goshawks were G-14 and G-1 7. A calling
survey will be performed if drilling at either of these sites will begin prior to the end of the
exclusionary period, described as July 15.

Well G-14 will be drilled in 2006 after July 15. Well G-17 is to be drilled in 2009 n+7, the date for
drilling will be scheduled ilt2007 according to the availability of drilling companies and a calling
survey if needed will be performed at that time. lf a calling survey is performed, the results will be
incorporated into the confidential folder.

A Northern Goshawk calling surveywas performed in July of 2003 forfourweeks in the area of well
site G-17. According to the survey there was no response from a northern goshawk. A copy of
this survey is located in the confidential binder.

On July 12, 2006, Nest 9 a golden eagle nest was inventoried on the ground by Leroy Mead,
although there is evidence of disturbance associated with subsidence in the area, the nest was not
disturbed. The 2006 raptor survey lists Nest 9 as being tended.

The G-19 well site was inventoried by Leroy Mead in November 2006 and on June 1 1,2007, no
wildlife concerns were noted. The area was part of the annual raptor survey, no nest are located
in the area.and

Bats'No known open mine shafts, caves, adits or other man made structures that might provide

habitats for bats are known to exist in the degas project area. The sites are open and the lack of
a food source would force the bats to seek habitat and nourishment elsewhere.

On the nights of May 21 and 22,2007 JBR Environmental Consultants, lnc conducted bat surveys
along the northern clitfs of Pace Creek Canyon. The inventory areaof the survey included portions
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of Sections 16, 17,18, 19, 20 and 21 T13SR13E. Pad G-19 was within the area inventoried.
During the two night of recording bat calls, no bat call files were produced. A copy of the inventory
report cover and page one have been included, once the complete final report is received it will be
incorporated into Attachment 3-2.

Mexican Spotted Owl - In the Summerof 2003, a calling point surveywas conducted in the degas
well area by EIS Environmental and Engineering Consulting. The survey report concluded that "
within the project area, a thorough search did not reveal the presence of any Mexican spotted
owls". The report is included in Attachment3-2. A second survey was completed in May of 2004,
the information is incorporated into Appendix 3-3 of the M&Rp .

Threatened and Endangered Plant and Wildlife Species - There are no known federally or state
listed threatened and endangered plant and wildlife species within the sites planned for
degassification wells.

Bureau of Land Management Environmental Assessment No. UT-070-2001-83 and UT-07 0-2004-
49 contain determination in accordance with the United States Fish and Wildlife Service's protocols,
for sites G-1 1 , G-15, G-16 and G-17. The sites were inventoried for the presence of threatened,
endangered, and sensitive faunal, and floral species in June of 2001, April, May and June of 2004,
no species were found. ln the assessment the sites were being used for exploration holes and
were referenced bya different numberwhich is in parenthesis following the degas well number G-
11 (DT-2), c-1S(DUG0204), c-16 (E) and G-12 (DUG0304).

Mt. Nebo Scientific, Inc. conducted a survey of Pad G-19, no rare, endemic, threatened or
endangered or othenruise sensitive species were found in the study area (Attachment 3-1).

There are no known groundwater or surface water flows to the Colorado or Green Rivers with
potential for impact by the drilling of the degas wells. Potential adverse affects to the four Colorado
River endangered fish species (refer to table below) would not be likely since there is no direct
route to the Colorado River or Green River from the proposed well locations. Per the Windy Gap
Process (referenced by personal communication Jerriann Ernstsen, 8/19/03) consumption
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Water added to coal produced -

Projected Tonnage 2005
Projected Tonnage 6 year average
Tons water/yr 117,977
Pounds water/yr 235,954,986
Gallons water/yr 28,258,082

Methane Degassification Amendment
June 14,2007#3i#06

estimates for the degas wells: evaporation from ventilation - zero, drill holes will not intersect the
coal seam being mined, therefore no access to mine ventilation until after area is sealed; coal
preparation -zero, no coal preparation at degas sites (see Sections 522and 523) ; sediment pond

evaporation - zero, no sediment pond at degas sites (see Section 732.200); subsidence effects on
springs - zero, no anticipated subsidence at degas sites (see Section525); alluvial aquifer
abstractions into mines - zero, no alluvial aquifer abstractions associated with degas drill holes (see

Sections 513.500 and 600); postmining inflow to workings -zero, no workings for postmining inflow
associated with degas wells (see Sections 513.500 and 600); coal moisture loss - zero, no coal
therefore no moisture loss (see Sections 522 and 523); direct diversion - zero, no direct diversions
associated with degas wells (see Sections 522and 523). Water purchased for drilling is estimated
at 420,000 gallons per hole. Mitigation will not be required since the estimated loss for the
construction and reclamation of the degas holes is zero acre feet per year.

Windy Gap Process as it Applies to Existing Goal Mines in the Upper Golorado River Basin
Per meetings with Division of Water Quality personnel during application for a UPDES permit in
20Q4, "there is no data supporting the premise that surface waters associated with the area of the
mine operations reached the Price River or Colorado River prior to or since mining disturbance".

Mining Consumption:
Culinary Water is purchased from PRWID and hauled by D & D Trucking to the Mine.
Estimated Purchased Gallons/yr: 2,522,160
Ventilation Consu motion/Evaporation :
87,108 gallons/day
87,108 X 0.5 = 43,554 gallons/day (average)
43,554 x 365 = 15,897,210 gallons/yr
Coal Producing Consumption/Coal Moisture Loss:

3.97o/o inherent moisture - source Dugout Geologist
6.38% run-of-mine moisture - year to date average
2.41o/o moisture added to coal by cutting operation

4,525,093 tons
4,894,100 tons

o
3-8



Canyon Fuel Company, LLC
Dugout Canyon Mine

Sediment Pond Evaooration:
Mine Site Pond

Refuse Pile Pond

Common Name

Plants

Uinta Basin Hookless Cactus

Graham Beardtongue

Fish

Humpback Chub

Roundtail Chub**

Bonytail

Sclerocactus glaucus T

Penstemon grahamii

Gila cypha

Gila robusta

Gila elegans

No habitat available

Soring and Seeos Effects From Subsidence - Not Applicable
Alluvial Aquifer Abstractions into Mines - Not Applicable
Alluvial Well Pumpage - Not Applicable
Deep Aquifer Pumpage - Not Applicable
Postmining Inflow to Workings - Not Applicable
Direct Diversions: - Not Applicable
Dust Suppression - 1,000 gallons per truck load, 3 load per day, for 335 days = 1,005,000 gallons
plus 1,000 pertruck load, 1 load perday, for 193 days = 193,000. Total: 1,198,000 gallons per
year.
Mine Discharge: 6 Month Average 420,5379pd = 155,260,050 gallyr

Calculation estimates for water use in 2005 were necessary since we are using 2005 purchases
and usage and the year is 2 months short.

Federal and state Listed, Threatened, Endangered and candidate species
Plants and Wildlife

Carbon County, Utah
October 2002, Updated 617105

Scientific Name Status

Methane Degassification Amend ment
June 14,2007#3i#06

0.107 acres (surface area)
18.1 inlyf (high estimate based on HCt Technicat Memo, August ZZ,ZOOZ)

0.16 aclft
7030 gallons/yr
0.41 acres (surface area)
9 in/yr
0.31 aclft
5612 gallons/yr (high estimate)

Habitat Present*

E

T

E

No habitat available

No habitat available

No habitat available

No habitat available
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Colorado Pikeminnow

Razorback Sucker

Birds

Methane Degassification Amendment
June 14,2007fffi€i#e6

Bald Eagle

See Confidential Folder

Yellow-billed Cuckoo

Ferruginous Hawk**

Southwestern Willow

Mexican Spotted Owl

Ptychocheilus lucius

Xyrauchen texanus

Haliaeetus leucocephalus

Coccyzus americanus

Buteo Regalis

Flycatcher** Empidonax traillii extimus

Strix occidentalis lucida

No habitat available

No habitat available

No habitat available

No habitat available

No habitat available

No habitat available

See Attachment 3-2 and

Appendix 3-3 (M&RP)

No habitat available

E

E

c
T

E

T

Mammals

Black-footed Ferret Mustela nigripes EX

" Habitat availability in Carbon County/Dugout Mine/Degas Well Sites.

"* Utah State Listed Species - Information verified with Bill Bates, DWR (personal communication 7l17lO3)

f = A taxon that is listed by the U.S. Fish and Wildlife Service as "endangered" with the possibility of
worldwide extinction.

T - A taxon that is listed by the U.S. Fish and Wildlife Service as "threatened" with becoming
endangered.

C - A taxon for which the U.S. Fish and Wildlife Service has on file sufficient information on biological
vulnerability and threats to justify it being a "candidate" for listing as and endangered or threatened.

source: Utah Division of wildlife Resources data base - created 1ol24lo2

Refer to Appendix 3-3 of the M&RP for a listing of Federal and State Listed, Threatened,
Endangered and Candidate Species, Plants and Wildlife of Carbon County, Utah (2003).

322.300 Fish and Wildlife Service Review

ff requested, Dugout Canyon authorizes the release of information pertaining to Section 322 and
333 to the U. S. Fish and Wildlife Service Regional and Field Office for their review. On the 25th
of May 2005, Leroy Mead of the DWR toured degas well sites G-8, G-9, G-10, G-11 thru G-1-4.
During the tour no wildlife concerns were noted.
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The G-19 well site was inventoried by Leroy Mead on June 11,2007 and no concerns were noted.

323 Maps and Aerial Photographs

Location of the well sites can be seen in Figure 1-1 of this submittal.

323.100 Location and Boundary of proposed Reference Area

Reference areas for the degassification wells were established during the vegetative study
conducted in the Summer of 2003. Well sites G-2, G-3, G-4, G-5, and G-7 will be compared to
the sagebrush/snowberry/Grass reference arca and G-1, G-6, and G-g to the
AspeniMaple/Douglas Fir reference area. Mountain Brush and Conifer is the reference area for
well sites G-9 thru G-11. The reference area for Degas Well G-12 , G-13 and G-15 is Conifer,
Mountain Brush and Pinyon Juniper. The reference area for Degas Well G-14 and G-19 is
Aspen/Conifer, the reference area for G-16 and G-17 is Mountain Brush/Snowberry. Refer to
Attachment 3-1 and Figure 3-1 for the location of the reference areas associated speci1cally with
the degas wells. Reference areas are also shown on Plate 3-1 and 3-1E in the M&Rp.

323-200 Elevation and Locations of Monitoring Stations

Refer to Section 323.200 of the approved M&Rp.

323.300 Facilities for protection and Enhancement

Section 333.300 and 358.500 of the approved M&RP contain additional discussion pertaining to
protective measures to be taken by Dugout canyon on behalf of wildlife.

323.400 Vegetation Type and plant Gommunities
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Vegetative types and plant communities are outlined in the vegetative report in Attachment 3-1.

Figure 3-2 gives details of the vegetation types located adjacent to the well sites.

330 OPERATION PLAN

331 Measures Taken to Disturb the Smallest Particle Area

The well sites will be sized to disturb the smallest acreage possible and still meet the requirements

for the drilling equipment. The drainage control required will be built to satisfy the environmental

requirements.

332 Description of Anticipated lmpacts of Subsidence

Refer to Section 525.

333 Plan to Minimize Disturbances and Adverse lmpacts

General control and mitigation measures addressing potential related biological impacts will include

the following:

Minimizing the total area of disturbance,

Design, construction, and operation of the well sites to minimize impacts

Exclusion of wildlife from potentially hazardous areas, and

Reclamation of disturbed areas when they are no longer needed.

All water associated with the drilling of these wells will be appropriated and hauled and/or pumped

to the sites by a licensed contractor. Since the drilling of degas wells does not involve the mining

of coal, the USWFS consumption requirements for underground operations do not apply (i.e.,

evaporation form ventilation, coal preparation, sediment pond evaporation, subsidence of springs,

a

a

a
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alluvial aquifer abstractions into the mine, postmining inflow to workings, coal moisture loss, direct
diversions).

As inventoried by the Division of Wildlife Resources in 2003, 20Q4,200b and 2006, Nest 424 was
determined to be a raven's nest , which was either inactive, not inventoried orfound. Wells G-13,
G-14 and G-19 will be drilled post July 15th, after the exclusionary period for NSO and northern
goshawks.

333.100 Minimize Disturbance to Endangered or Threatened Species

Dugout Canyon will apply all methods necessary to minimize disturbances or any adverse effects
to threatened or endangered species. See Section 322.200.

333.200 Species and Habitats

All species and habitats within the permit area will be protected to the best of Dugout Canyon's
ability.

333.300 Protective Measures

Refer to Section 333.300 of the approved M&Rp.

340 REGLAMATION PLAN

341 Revegetation

Revegetation of the sites will occur in two phases at drill site G-2. The first phase is to redistribute
topsoil and seed the well area not needed for access and operation of the gas exhaust blower. The
second phase will consist of plugging the well and distributing the remaining topsoil and seeding
on the remaining pad area. Complete final reclamation at well sites G-2, G-S and G-7 will be
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delayed, referto Section 242.100foradditionaldetailand Attachment5-2. Sites G-3, G-4, G-6, G-8

(never constructed), G-9, G-10, G-11thru G-17 and G-19 wil l be reclaimed in one phase.

The short-term goal of this revegetation plan is the immediate stabilization of the disturbed sites

through erosion control. This objective will be achieved through controlled grading practices,

proper seedbed preparation to encourage rapid plant establishment, inclusion of rapidly

establishing species in the seed mixture to be planted, and mulch application.

The long-term goals are to establish useful, and productive range. These goals will be attained

through the selection and placement of desirable and productive plant species and a commitment

to monitor and maintain revegetated areas throughout the bond liability period.

The well sites will be fenced to discourage wildlife and livestock from grazing the reclaimed areas

until bond release.

341.100 Schedule and Timetable

The reclamation timetable is shown in Figures 5-15 (G-2)and 5-26 (G-3 thru G-17 and G-19) of this

submittal and the reclamation monitoring schedule is found in Chapter 3, Table 3-3 of the approved

M&RP.

341.200 Descriptions

Species and Amounts of Seed - The well sites will be planted with the seed mix listed on Table

3-2. The seed mix will be used in both contemporaneous and final reclamation phases. The seed

will be incorporated with a small amount of wood fiber mulch and applied by hydroseeding

equipment or broadcast. Refer to Section 234.200 for topsoil stockpile seeding description.

Methods Used for Planting and Seeding - The degassification sites will be graded to final

contour, then ripped to relieve compaction. The depth of ripping will be from 18 to 24 inches.

Following ripping, topsoilwill be applied to the ripped surface and left in a gouged and roughened

state.
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Mulching Techniques - Wood fiber mulch will be applied on top of the seed with hydroseeding
equipment at the rate of 2,000 pounds per acre and anchored with a tackifier in amounts specified
by the manufacturer.

lrrigation, Pest, and Disease Gontrol - No irrigation is planned and pesticides will not be used
unless previously approved by the Division.

Measures Proposed for Revegetation success - Refer to section 356.

341.300 Greenhouse Studies, Field Trials or Other Equivatent Studies

Refer to the Section 341.300 of the approved M&RP.

342 Fish and Wildlife

342.1 00 En hancement Measures

Post bond release enhancement measure will include the establishment of vegetation for wildlife
food, cover, and the break up of large blocks of monoculture to diversify habitat. The current
blocks of monoculture include large area of sagebrush and mixed brush. According to Dean Stacy,
Range Management Specialist, USDA-NRCS "past management practices have allowed the shrub
(mainly mountain sage brush) to surpass the 25-35%, while the herbaceous production has
declined". By planting reclamation seed mixes with grasses and forbs the planted areas will
breakup the monocultures and provide a future seed source.

ln consultation with UDWR (Tony Wright, July 6, 2004) and UDOGM (Jerriann Ernstsen, July 6,
2004) a mitigation project was designated for the Northern Saw Whet Owl to compensate for
drilling during the exclusionary period. The projectwillbe completed priorto October 1,2004. The
projectwill include the construction and installation of 6 to 10 nest boxes on propertyowned by
Canyon Fuel Company, LLC. Because of the UDWR knowledge and experience their personnel
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will choose the location and installthe boxes. Information (goals, procedures, agencies, dates, box
locations - township, range, section) concerning the owl mitigation project will be included in the
annual report tor 2004.

342.200 Ptants Used for Witdtife Habitat

Nutritional Value 'The nutritional value will be consistent with that of vegetation in the surrounding
areas.

Gover'Cover will be comparable to the cover on the associated reference area.

342.300 Croptand

Cropland is not a postming land use.

342.400 Residential, public service, and Industriat Land use

No residential, industrial or public service use is planned.

350 PERFORMANCE STANDARDS

351 General Requirements

Dugout Canyon commits to conduct all operations in accordance with the plans submitted in
sections R645-301-330 through R64s-301-340 of the permit apptication.

352 Gontemporaneous Reclamation

Reclamation activities prior to final reclamation will to the extent feasible, be preformed
contemporaneously. Contemporaneous reclamation will be performed at the well sites following
construction of the wells. Refer to section 341 tor additional details.
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A vegetative cover will be established on all reclaimed areas to allow for the designated postmining
land use of grazing. Refer to Section 411 lor additional information.

353.1 00 Vegetative Gover

The seed mix proposed for revegetation is intended to provide vegetative cover that will be diverse,
effective, and permanent. The seed mixture was selected with respect to the climate, potential
seedbed quality, erosion control, droughttolerance, and the mixture's abilityforquick establishment
and spreading.

Native Species - The reclamation vegetation mixture will be comprised of species indigenous to
the area and capable of achieving the postmining land use. Diversity of species should allow
utilization of plants by wildlife and domestic livestock. The recommended seed mix is comprised
of native species.

Extent of Gover - The vegetative cover will be at least equal in extent to the cover at the
designated reference areas.

Stabilizing ' The vegetative cover mixture is capable of stabilizing the soil surfaces from erosion.

353.200 Reestablished plant Species

Gompatible 'The reestablished plant species have been selected to insure their compatibility with
the approved postmining use.

Seasonal Characteristics - The revegetation plant species will have the same growing season
as the adjacent areas.
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reestablished plants are species capable of self-generation and plant

Gompatibility'The seed mix suggested for revegetation contains plants native to the area and
compatible with the plant and animal species of the permit area.

Federal and Utah Laws or Regulations - The seed mix purchased to revegetate the
degassification well sites will contain no poisonous or noxious plant (see Section 234.200). No
species will be introduced in the area without being approved by the Division.

353.300 Vegetative Exception

Dugout canyon does not require vegetative exception at this time.

353.400 Croptand

The permit area contains no land designated as cropland.

354 Revegetative: Timing

Dugout Canyon will follow the recommended guidelines for revegetation and planting during the
first normal period for favorable planting conditions after replacement of the topsoil. ln Utah the
planting period is usually Fall due to the precipitation events.

355 Revegetation: Mulching and other soil stabilizing practices

Mulch and/orothersoilstabilizing practices (roughing, etc.)willbe used on allareas that have been
regraded and covered by topsoil (Section 341.200). Dugout Canyon Mine will exercise care to
guard against erosion during and after application of topsoil.
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Reclamation Seed Mix

SPECIES

Grasses, Forbs, and Shrubs

# pls/acre

Kentucky Bluegrass (1,390,000 seeds/lb)* 0.s
Mountain Brome (64,000 seeds/lb)* 2.0
Sandberg Bluegrass (1,100,000 seeds/lb). 1.0
Bluebunch Wheatgrass (126,000 seeds/lb)* 4.0
Bottlebrush Squirreltail (192,000 seeds/lb)* 1 .0
Rocky Mountain Penstemon (478,000 seeds/lb)* 1.0
Mountain Lupine (12,000 seeds/lb). 3.0
Mtn. Snowberry (54,000 seeds/lb). 4.0
Wyoming Big Sage (2,500,000 seedsilb)* 0.5
TOTAL fl

* Native Plants
*" Rounded nearest whole seed

Grass seed quantities will be doubled if the area is broadcast seeded.

Methane Degassification Amendment
June 1 4, 2007-lubri€;2e06

# ols/so. ft.*"

16

3

25

12

4

11

1

5

29

106
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356 Revegetation: Standards for Success

356.100 Success of Revegetation

The success of revegetation will be judged on the effectiveness of the vegetation for postmining

land use, the extent of cover on each degassification well site compared to their respective

reference areas.

Sampling Techniques - Dugout Canyon will comply with the standards for success, statistically

valid sampling techniques for measuring success, and the approved methods outline in the
Division's "Vegetation Information Guidelines, Appendix A" for sampling.

The sampling methods to be used during reclamation will be specific to the requirements at the

time of reclamation. Nonetheless, according to the currently approved UDOGM guidelines, these

sampling methods would be used: sample adequacy, cover (line interception), density (belt

transects or plots) and productivity (clipping ). The Jaccard's Community Coefficient will be used
to calculate acceptable plant similarity and diversity.

Standards for Success - The standards for success will include criteria representative of

undisturbed lands in the area of the degas wells as means to evaluate ground cover, production

and stocking of the reclaimed site.

356.200 Standards for Success

Standards of success will be applied in accordance with the approved postmining land use as
described in this section.

Grazing Land and Pasture Land - The ground cover and production of living plants on the

revegetated area will be at least equal to the reference area.
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Cropland 'There is no area designated as cropland within the degassification well sites.

Fish and Wildlife Habitat'The postmining land use for the degas well sites will be grazing, except
on pre-existing roads. Pre-existing roads will be returned to their approximate original contour and
compacted.

lndustrial, Commercial or Residential - The postmining land use for the permit area is not
designated for industrial, commercial, or residential use.

Previously Disturbed Areas - site G-1 (never constructed), G-4, G-6, G-7, G-g (never
constructed),  G-9,  G-10, G-11, G-12,G-14, G-15, G-16, G-17 and G-19 have been previously
disturbed' Sites G-2, G-3, G-5, and G-13 have not been previously disturbed. Standards of
success for all sites will be applied in accordance with the postmining land use of grazing as
described in this section.

356.300 Siltation Structures

Siltation structures will be maintained until the disturbed areas have been stabilized and
revegetated. For additional details on siltation structures, see Sections 542 and 763 of this
amendment.

356.400 Removal of Siltation Structures

The land on which siltation structures are located will be revegetated in accordance with the
reclamation plan discussed in Section 353 and 357. Refer to Section 763 for addition information
pertaining to the removal of siltation structures.

357 Revegetation: Extended Responsibility period
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Dugout Canyon will be responsible for the success of revegetation for a period of 10 years

following seeding of the reclaimed area or upon Division bond release.

357.100 Extended Period Begins

The period of extended responsibility will begin after disturbed areas have been reseeded.

357.200 Vegetation Parameters

Vegetation parameters will equal or exceed the approved success standard during the last 2years

of the responsibility period. The success standards are outline in Section 356 of this application.

357.300 Husbandry Practices

The use of husbandry practices are not being requested by Dugout Canyon for the degas well

sites.

358 Protection of Fish, Wildlife, and Related Environmental Values

Dugout Canyon will minimize disturbances and adverse impacts on wildlife and their related

environments as outline in Section 333 of the approved M&RP and Section 342 of this submittal.

See Chapter 7, Section 731.100 of the approved M&RP for methods to protect water sources in

the area.

358.100 Existence of Endangered or Threatened Species

The well sites will not be constructed or operated where they might jeopardize the existence of any

endangered or threatened species. Refer to Section 322.200 and Attachments 3-1, 3-2 and 3-3

for additional information pertaining to threatened, endangered, and sensitive species.

3-22



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment
June 14,2007-ffffie6

State or federally listed endangered or threatened species will be reported to the Division upon its

discovery.

358.200 Bald and Golden Eagles

Dugout Canyon understands that there is no permission implied by these regulations for taking of

bald or golden eagles, their nests, or eggs. lf found, nests will be reported to the Division.

358.300 Taking of Endangered or Threatened Species

Dugout Canyon understands that there is no permission implied by these regulations for taking of

endangered or threatened species, their nests, or eggs.

358.400 Replacement of Wetland or Riparian Vegetation

The sites contain no wetland or riparian vegetation, unless specifically noted in the vegetation

survey.

358.500 Manmade Wildlife Protection Measure

Electric Power Lines - No utilities will exist at the well sites.

Potential Barriers - No potential barriers will exist at any of the well sites, except for the perimeter

fence. No ponds exist at the well sites. Refer to Sections 231.100 and 242 for information

pertaining to the mud pit.



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment

ATTAGHMENT 3-1

VEGETATION INVENTORY

NRCS LETTER

add to the back of existing information



VEGETATION OF THE
DE.GAS BOREHOLE SITE G-19

&
REFERENCE AREA

FOR THE
DUGOUT CANYON MINE



Prepared by

MT. NEBO SCIEIVTIFIC, INC.
330 East 400 South, Suite 6

Springville, Utah 84663
(sot) 4ye-6es7

Patrick D. Collins, Ph.D.

for

CANYOAT FUEL COMPANY LLC
Dugout Canyon Mine

P.O. Box 1029
Wellington, IJT 84542

May 2007



TABLE OF CONTENTS

INTRODUCTION . - . . . 1

METHODS . . " " 3

Sampl ingDes ignandTransect /QuadratP lacement  . . . . . .3

Cover and Composition " ' 4

Woody Species Density " ' 4

SampleSize&AdequacY " "  '  5

StatisticalAnalyses " " "5
Photographs " " 6

Threatened&EndangeredPlant Species " " "6
RawData " " " 6

RESULTS .  .  .7

De-gas Borehole Site G-19
Reference Area for G- 19 (and G- 14) ' ' ' ' ' 8

Threatened&EndangeredPlantSpeciesSurvey ' '  '  '9

D ISCUSSION&CONCLUSIONS . . . I 3

COLOR PHOTOGRAPHS OF THE SAMPLE AREAS . . 15
i

RAw DATA SET ' ' APPendix



INTRODUCTION

For the past few years Canyon Fuel Company has been constructing borehole drill sites as part of

a de-gasification process to facilitate coal mining operations at the Dugout Canyon Mine.

Permitting of the "De-gas" drill sites has been done in consecutive order on a site-by-site basis

and has been driven by their location and role in the mine plan. Earlier reports have been

submitted to address the plant communities to be impacted by other drill sites. The first of these

reports was calledVegetation of the Dugout Canyon Mine De-gas Borehole Sites (July 2003).

This report quantitatively described the vegetation proposed for disturbance and reference areas

chosen for future revegetation success standards on sites G-1, G-2',G-3, G-4, G-5, G-6. A report

was later written for the next drill sites to be constructed calle,aVegetation of the De-gas

Borehole Sites: G-8, G-9, G-10 & Reference Areas (August 2005). The nextreport in the

sequence provided vegetation data for G-12, G-13, and the reference areas associated with them.

Accordingly, this report was titledVegetation of the De-gas Borehole Sites: G-Il, G-12 &

Reference Areas (lr{ovember 2005). The next document of the sequence quantified and

described boreholes sites G-13, G-14, G-15, G-16, G-17 and the reference areas chosen for future

revegetation success standards.

This document contains quantitative information for de-gas drill site G- 19. A reference area

previously chosen, sampled, and compared to other drill sites has also been used to represent

revegetation success standards for G-19 in this report.



For all sites, in order to develop the drill pads, a small amount of land has been proposed to be

disturbed at each location. Each proposed borehole drill pad is approximately 200 ft. x 300 ft in

size. The plant communities proposed for disturbance at each of these sites have been described

and sampled with the results provided in this report. A sensitive plant species survey was also

conducted at the sites.

Like the earlier developed de-gas borehole sites, in an attempt to minimize disturbance to the

native plant corlmunities in the area, Canyon Fuel has proposed construction of the new site in

an area where previous disturbanc,e had already been caused by logging, road construction or

other activities.

As mentioned, reference areas were chosen to represent future standards for final revegetation

success. The reference areas were shosen with respect to their similarities in geology, soils,

slope, aspect, and plant community composition to the areas that are proposed for disturbance. In

those cases where the proposed new disturbances existed in areas that were previously disturbed

by other activities, attempts were mqde to choose the reference areas to represent the native

plant communities that were present at the site prior to these perturbations. Therefore,

undisturbed plant communities have been chosen as the reference areas for de-gas borehole drill

pads * even though the current condition of the proposed pad may be much less than pristine.



METHODS

Methodologies used for this study were performed in accordance with the guidelines supplied by

the State of Utah, Division of Oil, Gas and Mining (DOGM). Quantitative and qualitative data

were taken on the vegetation of the areas proposed for disturbance at G- 19 were recorded May

18,2007. The reference area for this site was sampled July 12,2005.

Proposed drill sites were surveyed, mapped and staked in the field by Canyon Fuel prior to the

vegetation field work. The reference area chosen was approximately one acre in size and was

marked in the field using a GPS instrument. The coordinates for the proposed de-gas drill pads

and reference areas are siven below.

GPS COORDINATES FOR
DUGOUT CANYON MINE

DE-GAS BOREHOLE SITES:
G-19 & REFERBNCE AREA

S ampling Desi gn and Transect/Quadrat P lacement

Waypoint
Name

Zone Easting Nodhing Notes

DUGG19 1 2 0544403 4392247 Proposed Disturbed De-Gas G-19

DUG14R 1 2 0544338 4393299 Reference Area for G-l4 & G-19

Transect lines for vegetation sampling were placed randomly within the boundaries of the



proposed disturbed and reference area. The sample boundaries included 100 ft outside the

proposed drill site. The transect placement technique was employed with the goal to adequately

sample a representative subset of the entire site as a whole. Once the transects were established,

quadrat locations for sampling were chosen using random numbers from the transect lines with

the objective to record data without preconceived bias.

Cover and Composition

Cover estimates were made using ocular methods with meter square quadrats. Species

composition, cover by species, and relative frequencies were also assessed from the quadrats.

Additional information recorded on the raw data sheets were: estimated precipitation, slope,

exposure, grazing use, animal disturbance'and other appropriate notes. Plant nomenclature

follows "A Utah Flora" (Welsh et al., 2003).

Wood)'Species Density

Density of woody plant species for the proposed disturbed and reference areas were estimated

using the point-quarter method. In this method, random points were placed on the sample sites

and measured into four quarters. The distances to the nearest woody plant species were then

recorded in each quarter. The average point-to-individual distance was equal to the square root

of the mean area per individual. The number of individuals per acre was the end results of the

calculations.



Sample Size & Adequacy

Sampling adequacy for cover and density was attempted by using the formula given below.

,MIN= 
*s2

(d*)'

where,

= minimum adequate sample
= appropriate confidence t-value
= standard deviation
= sample mean
= desired change from mean

With the values used for "t" and "d"above, the goal was to meet sample adequacy with 80%

confidence within a llYo deviation from the true mean. In areas where sample viability was

unnaturally high (e.g. previous disturbance sites), these parameters may sometimes prove to be

too stringent.

Statistical Analyses

Student's t-tests were employed to compare the total living cover and total woody species density

of each proposed disturbed borehole site with its reference area.
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Photographs

Color photographs of the sample areas were taken at the time of sampling and have been

submitted with this report.

Threatened & Endangered Plant Species

Prior to recording quantitative data on the plant communities, a sensitive plant species survey

was conducted. To initiate the study, appropriate agencies were consulted (e.g. Utah Natural

Heritage Program) and other sources were reviewed (sensitive species files at Mt. Nebo

Scientific, Inc.) for potential plant species that are known to be rare, endemic, threatened,

endangered or otherwise sensitive in the study area.

Raw Data

The raw data for cover have been summarized on a spreadsheet and were included in the

Appendix of this report.



RESULTS

De-gas Borehole Site G-l9

De-gas Site G-19 is anareathat has previously been disturbed by logging operations. The plant

community that was supported in this area prior to the disturbance was a coniferous forest that

may have had some aspen (Populus tremuloides) and Rocky Mountain juniper (Juniperus

scopulorum) trees scattered throughout it.

Quantitative sampling results shown in Table 1 point out that the most common woody species

present in this previously disturbed plant community were big sagebrush (Artemisia tridentata),

snowberry (Symphoricarpos oreophilus),andWood's rose (Rosawoodsii). Although there were

some desirable forbs species present in the samples, the cover was also comprised of several

species that indicated that the aree had already been disturbed e.g.hound's tongue (Cynoglossum

fficinale), dandelion(Taraxacum fficinale), and thistle (Circium sp.). The most common grass

species in the G-19 site were Kentucky bluegrass (Poa pratensis) and slender wheatgrass

(Elymus trachycaulus).

The total living cover of the De-gas G-19 site was estimatedat45.00Yo,ofwhich 38.25o/owas

from understory and 6.75% was from overstory cover (Table 2-A). Lifeform composition was

comprised of trees and shrubs at 62.800 , forbs at24.30Yo, and grasses at 12.89% of the

understory cover (Table 2-B).



Density of woody species was estimatedat2,527 individuals per acre and was dominated by

snowberry and big sagebrush (Table 3).

Reference Area for G- 1 9 (and G- 14)

The reference area chosen to set future standards for revegetation success was a aspen/conifer

plant community. Although there may have been previous logging in this area when some

Douglas ftr (Pseudotsuga menziesii) trees were harvested, the disturbance to the native

understory species and aspen trees was not nearly as great as those described for Borehole G-19

above (see Color Photographs). Consequently, aspen trees in the overstory were even more

common by cover and frequency than the Douglas fir trees (Table 4). Common understory

species were snowberry, Douglas fir, muttongrass (Po afendleriana), and heartleaf arni ca (Arnic:a

cordifolia).

Overstorywasgreaterthantheunderstorycoverofthe areacomprising50.50o/oand27.25yo,

respectively (Table 5-A). Total combined living cover was estimated at77.75o/o. Lifeform

composition results for the understory cover consisted of 48.64Yowoody species,28.660 forbs,

and22.71o4 grasses (Table 5-B). The total woody species density for this reference area was

2,176 individuals per acre and was dominated by aspen, snowberry, and Douglas fir (Table 6).



Threatened & Endangered Plant Species Surveli

State databases revealed only one potential sensitive species to be located in the vicinity of the

proposed disturbed borehole sites. This plant was canyon vetch (Hedysarum occidentale var.

canone). Each proposed disturbed areawas surveyed in the field for canyon vetch (or any other

unusual or sensitive plants). This survey was done prior to recording the quantitative data used

to describe the major plant community of the study area. In addition, more searching for

sensitive species was done during quantitative sampling of the areas. No rare, endemic,

threatened or endangered or otherwise sensitive species were found in the study areas.



Table L: Dugout Mine De-gas Site G-19. Total cover, standard deviation and

Petcent
Frequ

OVERSTORY

UNDERSTORY
TREES & SHRUBS
Artemisia tridentata

thamnus nauseosus
Juniperus scopulorum
Mahonia repens
Pseudofsuga menziesii

s cereum
Rosa woodsii

FORBS
Achillea millefolium

Phlox longifolia
araxacum

GR,ASSES
sa/inus

Poa pratensis
Poa secun

5.00
25.00
25.00

5.00

35.
20.00

15 .00

5.00
0.00

5.00
35.

Table 2: Dugout Mine Degas Site G-19. Total cover,

A. TOTAL COVER
Overstory
Understory
Litter

round

nders

B. % COMPOSITION
rees & Shru

Forbs

Sample
Size

20

20
20
20
2A
20
20

Grasses

t0

20



'I'able 
3: L)ugout Mine Degas Site G-19. Woody species

Amelanchier utahensis
Artemisia tridentata
Ribes cereum

252.73
157 .95

Fre
Petcent

5.00

45.

25.
20.00
5.00

70.00

35.00
5.00

15 .00
5.00

1 5 . 0 0
10 .00
45.00

OVERSTORY
Abies concolor

a menztesil

UNDERSTORY
TREES & SHRUBS

onia
trem

a menziesii
Rosa woodsii

FORBS
Achillea millefolium

ta caerulea
Arnica cordifolia

sp.

t1

GRASSES



G-19 (and G-14). Total cover, standard deviation and sample size

Sample
Size

A. TOTAL COVER

Overstory + U

B.% COMPOSTTTON
Trees & Shrubs
Forbs

Table 6: Dugout Mine Degas Aspen/Dongh-Fir 
-

Refetence Area for G-19 (and G-14). Woody species

t2



DISCUSSION & CONCLUSIONS

Because the De-gas G- 19 had already been disturbed by logging activities and the Aspen/Douglas

Fir Reference Area is one of a more pristine condition, it stands to reason that the differences in

the livins cover

would be

significant,

Figure 1

indicates that

the total living

cover of the

proposed

disturbed (or

Borehole Site G-I9
Proposed Disiurbed: 45.00
Reference Areo: 77.75

t-lest

FIGURE l. A statistical comparison (Student's t-tests) of the total living
cover between the proposed disturbed borehole site and its reference areas.

xsn t SL

20.25
16 ,84

20
20

-5.561 p < . 0 1

s = standard deviation
n = sample size
t = Student's t-value
df = degrees of freedom
SL= Significance Level
N.S.=Non-Significant

more

accurately, re-

disturbed) De-gas G-19 site was significantly lower than the Aspen/Douglas Fir Reference Area

chosen to be used for future revesetation success standards.

Although the woody species present in density measurements were different, the total number of

individuals per acre were similar in Degas G- 1 9 when compared to the Aspen/Douglas Fir

Reference Area (Figure 2).
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Results of quantitative sampling and subsequent statistical analyses comparing the atea suggest

that the reference area chosen would be appropriate to be used as revegetation success standards

at the time of final reclamation.

i FTGIIRE 2. A statistical comparison (Student's t-tests) of the woody
species density betweerr the proposed disturbed borehole site and its
reference area.

sn

Borehole Site G-l9
Proposed Disturbecl: 2527,26 1406.8E
Refergnce Areo; 2175.40 t 082.50

t-fest

t d f sLX

20
20

O.EE6

x = mean
s = standard deviation
n = sample size
t = Studenfs t-value
df = degrees of freedom
SL= Significance Level
N.S.=Non-Significant
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CANYON FUEL
Dugout Mine
DE-GAS SITE: G-19
May 18,2007
Exposure: WSW

Slope: 25 deg.
Sample Date: 18 May 07 1.00 2.00 3.00 4.00 5.00 6.00 7.00

OVERSTORY

Pseudotsuga menziesii

UNDERSTORY

TREES & SHRUBS

Artemisia tidentata

Ch rysoth amnus nauseosus

Juniperus scopulorum

Mahonia repens

Pseudotsuga menziesii

Ribes cereum

Rosa waodsii

Symphoicarpos oreoph il u s

FORBS

Achillea millefolium

Cirsium sp.

Cynoglossum officinale

Erigeron engelmannii

Hedysarum boreale

Phlox longifolia

Taraxacum officinale

GRASSES
Elymus sa/inus
Elymus trachycaulus
Poa pratensis
Poa secunda

0.00

5.00
0.00
0.00
0.00
0.00

10.00
0.00
0.00

0.00
0.00

15.00
0.00
0.00
0.00
5.00

0.00
0,00
0.00
0.00

5.00
0.00
o:oo
0.00
0.00
0.00
0.00
0.00

0.00
0.00

'10.00

0.00
0.00
0.00
5.00

0.00

0.00
0.00
5.00
0.00

5.00
'0.00

0.00
,0.00
0.00
0.00
0,00
0.00

0.00
5.00

10.00
0.00
0.00
,0.00
5.00

0.00
15.00

0.00

0.00

15.00

o.0o

0.00

0.00

0.00

0.00

0.00

10.00

0.00

0.00

0.00

3.00

0.90

0.00

0.00

0.00
0.00
0,00
0.00
0.00
0.00
0.00
5.00

10.00
0.00
5.00
0.00
0.00
0.00
0.00

5.00
o.0o
0-00

0.00

25.00
0.00
0.00

10.00
0.00
0.00
0.00
0.00

0.00
0.00
0.00
5.00
0.00
0.00
0.00

0.00
5.00
0.00
0.00

0.00

0.00
0.00
0.00
Q.00
5.00
0.00
0.00
0.00

0.00
0.00
0.00

10.00
0.00
0.oo
0.00

0.00
0.00

10.00
0.00

0.00 0.00 0.00 0.00

0.00
0 0 0
2.00
0.00

COVER
Overstory
Understory
Litter
Bareground
Rock

0.00
35.00
50.00
10.00
5.00

0.00
25.00
45.00
25.00
5.00

0.00
40.00
30.00
20.00
10.00

0.00
30.00
20.00
25.00
25.00

0.00
25.00
10.00
60.oo
5.00

0.00
45.00
10.00
25.00
20.00

0.00
25.00
50.00
15.00
10.00

% COMPOSITION
Shrubs
Forbs
Grasses

42.86

57.14

0.00

20.00
60.00
20.00

12.50
s0.00
37.50

83.33
10.00
6.67

20.00
60.00
20.00

77.78

1 1 . 1 1

1 1 . 1 1

20.00
40.00
40.00

25.00Overstory + Understory 35.00 25.00 40.00 30.00 45.00 25.00



8.00 9.00 10.00 1 1 . 0 0 12.00 13.00 14.00 15.00 16.00 17.00

7.00
0.00
0.00
3.00
0.00
0.00
0.00
0.00

0.00
0.00
0.00

45.00
0.00
0.00
0.00

0.00

0.00
0.00
0.00
0.00

0.00

45.00

0.00

0.00

15.00

0.00

0.00

0.00

0.00

0.00

0.00

5.00

0.00

0.00

0.00

0.00

0.00
0.00
0.00

15.00

60.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00
0.00
0.00
0.00

0.00

0.00

0.00

0.00

20.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

10.00

0.00

10.00

0.00

0.00

5.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

5.00

0.00

5.00

0.00

0.00

0.00

0.00

10.00

0,00

0.00

0.00

0.00

0.00

5.00
0.00

0.00

0.00
0.00

30.00
0.00

0.00
0.00
0.00

10.00
0.00
0.00

40.00

: oo

0.00

0.00

10 .00

0.00

0.00

5.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

15.00

0.00

0.00

0.00

0.00

0.00

0.00

5.00

0.00

0.00
0.00
5.00
0.00

5.00
0.00
0.00
0.00
0.00
0.00

15.00
0.00

0.00
0.00
0.00
0.00
0.00
5.00
0.00

0.00
0.00
0.00
0.00

10.00
0.00
0.00

30.00

0.00
0.00
0.00
0.00
0.00
0.00
0.00

0.00
0.00
0.00
0.00

0.00 0.00 0.00 0.00 0.00 50.00

0.00
0.00
0.00
0.00

0.00

0.00

5.00

0.00

0.00
0.00
5.00
0.00

0.00
55.00
5.00

10.00
30.00

0.00
80.00
10.00
5.00
5.00

0.00
60.00
10.00
25.00
5.00

0.00
20.00
10.00
65.00
5.00

0.00
30.00
20.00
20.00
30.00

0.00
50.00
30.00
15.00
5.00

0.00
70.00
15.00
5.00

10.00

0.00
25.00
5s.00
10.00
10.00

0.00

30.00

35.00

25.00

10 .00

50.00
40.00
45.00
5.00

10.00

1 8 . 1 8

81.82

0.00

75.00
6.25

18.75

100.00
0.00
0.00

100.00
0.00
0.00

83.33
16.67
0.00

30.00
10.00
60.00

71.43
21.43
7 . 1 4

60.00
20.00
20.00

66.67 100.00

16.67 0.00

16.67 0.00

55.00 80.00 60.00 20.00 30.00 50.00 70.00 25.00 30.00 90.00



18.00 19 .00 20.00 Mean SDev Freq Cnts Freq

CANYON FUEL
Dugout Mine
G-19
May 18,2007
Exposure: WSW

Slope: 25 deg.

Sample Date: 18 May 07

50.00 35.00

0.00
0.00

25.00
0.00
0.00
0.00
0.00
0.00

0.00
0.00
0.00
0.00
0.00
0.00
0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00
'15.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30.00

0.00

0.00

10 .00

0.00

0.00

0.00

0.00

0.00
0.00
0.00
0.00

8.60

0.75

1 . 2 5

2.40

1 . 7 5

0.50

4.25

4.50

0.50

0.25

3.25

3 . 1 5

0.25

0.75

1 . 0 0

16.04

2.38

5.45

4.58

4.82

2 . 1 8

9.52

9.34

2 . 1 8

1 .09

4.82

9.90

1 .09

1 .79

2.00

3.00

9.00

2.00

1 .00

5.00

3.00

1 . 0 0

5.00

5.00

1 . 0 0

1 . 0 0

7.00

4.00

1 .00

3.00

4.00

1 .00

2.00

7.00

1 .00

6.75 16.30
OVERSTORY

1 5.00 Pseudotsuga menziesii

UNDERSTORY

TREES & SHRUBS

45.00 Artemisia tidentata

1 0.00 Chrysothamnus nauseosus

5.00 Juniperus scopulorum

25.00 Mahonia repens

1 5.00 Pseudotsuga menziesii

5.00 Rlbes cereum

25.00 Rosa woodsii

25.00 Symphoricarpos oreophilus

FORBS

5.0O Achillea millefolium

5.00 Cirsium sp.

35.00 Cynoglossum officinale

20.00 Erigeron engelmannii

5.00 Hedysarum boreale

15.00 Phlox longifolia

20.00 Taraxacum officinale

GRASSES

5.00 Elymus sa/rnus

10.00 Elymus trachycaulus

35.00 Poa pratensis

5.00 Poa secunda

0.00
0.00
0.00
0.00

0.25
1.00
3 . 1 0
0.75

1 .09

3.39

6.75

3.27

50.00
25.00
10.00
60.00
5.00

35.00
15.00
20.00
45.00
20.00

0.00

40.00

25.00

25.00

10 .00

6.75

38.25

25.25

24.75

11.75

16 .30

16 .83

15 .85

1 8 . 1 3

8.26

COVER G-19
Overstory
Understory
Litter
Bareground
Rock

100.00
0.00
0.00

100.00
0.00
0.00

75.00
25.00
0.00

62.80
24.30
12.89

31.52
24.34
16.33

% COMPOSITION

Shrubs

Forbs

Grasses

75.00 50.00 40.00 45.00 20.25 Overstory + Understory



United States Department of Agriculture

- ONRCS
t #il?:5?,"'::'f;l""","Jffil"tion 

service
Field Office
Price, UT 84501
(435) 637-0041
FAX (435) 637-3146

RFC'D f{il\l t { z0ub

Novemb er 21, 2006

Ms Vicky Miller
Canyon Fuel Company, LLC
Dugout Canyon Mine
P.O. Box 1029
Wellington, UT 84542

Re: Vegetation Production of Proposed Degas Wells G-19, G-20, G-32, and Upper Staging Area

Dear Ms Miller,

Following the review of the photos you provided, as well as experience with recent climatic
conditions, I have made the following determinations for vegetative production and overall,
health and trend of the sites. The three ecotypes that will be described in relation to these
proposed well sites are, browse/grass, Douglas-fir and aspen. It is noted that most of the sites
have previously been disturbed with differing levels of success in the reestablishment of the
Potential Natural Community (PNC). Not having a chance to visit the sites personally, I will use
my best judgment based on the photos provided and my knowledge of past and present climatic
conditions and anthropogenic disturbances. I would like the opporfunity for a field visit as our
schedules and climatic conditions permit.

Well location G-19 lies within a complex landscape with three primary Ecological Site
Descriptions (ESDs). The first two, Mountain very steep stony loam (browse) ond Mountain
loam (Mountain big sagebrush) expenence less effective moisture during the growing season
due to their aspect (mostly southern/eastern). The third, High mountain very steep loam
(Douglas-fir) has more effective moisture associated with a north aspect. It is difficult to
distinguish from the photos exactly which ESD the proposed well location lies, I will therefore
give productivity estimates for all of them until a site visit can help make this designation.

Based on the PNC for the first ESD (browse) percent air-dry weight for the primary functional
groups should be as such; 20% grasses, l0% forbs and 70o/o shrubs. It appears that there has
been some disturbance in the past (timber harvest) which would set back the Community from
PNC within the State to one going through secondary succession. Based on this factor and the
past and present precipitation experienced at these elevations, I would estimate that the
production for the site would be 800 lbs Ac-r.

The U.S. Departma ofAgricultur€ (USDA) ptshibits disorimination in all ils programs ard activiri€s on the basis ofraco, color, national origin, sex,
rcligion, age, disability, political beliefs, sexual orietrtation, and madlal or family status. (Not all prohibited bases apply to all programs.) PssoDs with

disabilities who require alternative means for communication ofprogmrn information (Braillg larg€ print, audiorape, ac.) should contact USDA'S TARGET
Ce,J.tef at (m2)720-2600 (voice and TDD). To file a complaint ofdiscriminatioD writ€ USDA, Director, Offic6 of Civil fughts, Room 326-W, Whitten

Buitding, 14th and Ind€p€ndence Avanug SW, Washington, DC 20250-9410 or,cail (202) ?20-5964 (voioe or TDD). USDA isan equal opportunity provider



The second ESD (Mountain big sagebrush) would have a PNC with 60% grasses, 10% forbs and
30% shrubs. Like the previous ESD and associated disturbances and climatic conditions, I
would estimate that the production for this site would be 1000 lbs Ac-l.

The final ESD (Douglas-fir) has production broken out into different classes based on the
percent canopy cover. From the picfures provided, and the evidence of past timber harvesting,
the canopy cover appears to be sparse (ll-20%). The PNC for this site would have an overstory
tree canopy of 30-40% with 25% grasses, l0% forbs and 650/o shrubs. Knowing that the timber
has been harvested and canopy cover is only ll-20% now, I would estimate that the current
understory composition is 35Yo grasses, 15% forbs and 50% shrubs. Based on the previous
disturbances and climatic conditions, I would estimate that the production for the site to be 500
lbs. Ac-r.

Well location G-z.q iq l_o_cated within ESD_Hlgh mountain loamlA;ps4),which is also prev_loqqly
disturbed. The PNC for this ESD would tlpically have an overstory tree canopy of 40-60%.
Based on the photos provided, this site is nowhere near the PNC as it is going through secondary
succession and has an understory dominated by perennial grasses and shrubs. Based on the
overstory canopy cover being open (0-10%), I would estimated that the production for the site
would be 900 lbs. Ac-r.

Well location G-32 has two associated ESDs, Mountain shallow loam (Mountain big sagebrush)
and Mountain loam (Mountain big sagebrush). Based on the photos and surrounding vegetation,
I will make the production estimate for the Mountain loam site. It appears to me that based on
the surrounding vegetation that the site would not have the soil properties to be classified as
shallow. Field visit will help determine depth of soil. This site has also been disturbed and is
not representative of the PNC, which would have a vegetation composition of 600/o grasses l0%
forbs and30Yo shrubs. The current condition of the site would likelyhave a composition of 30Yo
grasses, 5% forbs and 650/o shrubs with an estimated production of 800 lbs. Ac-I.

The Upper Staging Area is located with the same ESDs as G-32. The location appears to be
within a draw which is characteristic to soil mapping unit Trag and the associated ESD Mountain
loam (Mountain big sagebrush). Unlike G-32, this area does not seem to be disturbed. It
however appears to have experienced a lack of historic disturbance (i.e. fire) as well as the recent
drought has altered the PNC plant composition. PNC would have a plant composition 60Yo
grasses l0% forbs and30Yo shrubs. Based on the historic conditions of the site and review of the
photos, it would appear to me that composition is closer to 45Yo grasses, 5%f forbs and 50o/a
shrubs with an associated production of 1,000 lbs. Ac-r.

I look forward to hearing from you so we can re-schedule a time to meet and visit these
locations.

The U.S. Depadme t of Agriculture (USDA) prohibits discrimination in all its programs and a.tivjti€s on the basis of|dce, colot natiofal origiA sex,
religion, age, disability, political beli€fs, sexual oricntatioD, and rnarital oi family statu6. (Not all prohibited bases apply to a[ plograms.) Prf,sons with

disabilitiec who rEqufue alternative me€ns for communication ofgogram infonnatiotr (Braillg large pdnt, audiotapg etc.) shoDld contrct USDAS TARGET
C(,rIf' at (2V2)7n-26M (voice ard TDD). To file a complaint ofdiscrimination write USDA, Dir€ctor, Ofiice ofcivil Rights, Room 326-W, Whitt€n

Building, l4lh add Ird€perdence Avenuq SW, Washington, DC 20250-9410 orla (202) 720-5964 (voice or TDD). USDA is ar €qual oppottunity pmvider



Please feel free to contact me if you have any further questions or concerns.

Sincerely,

M. DEAN STACY
Range Management Specialist
USDA-NRCS, Price FO

cc: Bqrry_Hamilton, ASTCIFO, Price AO
Wayne Greenhalgh, District Conservationist, Price FO
File
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C@t6 at (202) 7m-2600 (voice and TDD). To file a complaint ofdiscriminadon write USDA, Direotor, Ofic€ ofcivil Right!, Room 326-W, Whitt€n

Building, l4lh and Irdep€ndence Avenue, SW, Washington, DC 20250-9410 or call (202) 720-5964 (voice or TDD). USDA is an equal opportunity Fovider
and employer.
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Introduction
On the nights of 21 and 22 May 2007, JBR Environmental Consultants lnc. (JBR) conducted
bat surveys along the northern cliffs of Pace Creek Canyon, Carbon County, Utah (Figures 1
and 2). These surveys were conducted as required under an existing Utah Division of Oil, Gas,
and Mining permit, due to the potential for subsidence in the area as a result of activities at
Canyon Fuel Company's Dugout Mine operation.

Inventory Area
The lnventory Area lies between 7,800 - 9,000 feet elevation and is characterized by steep
sided canyon walls consisting of exposed rock outcrops (see cover photo). The vegetative
community is dominated by mixed-age stands of pinyon, juniper, Douglas-fir, and aspen.
Shrub species include mountain mahogany, maple, serviceberry, and sagebrush.

As a function of the vast expanses of rock outcrops and associated fissures and cracks, the
Inventory Area appears to contain a virtually unlimited potential for day and night bat roosting
sites. Snag habitat is also available. No known caves, open mine shafts, adits, or other man
made structures that might provide additional habitats are known to exist in the Inventory Area.
Perhaps the only habitat feature limiting bat presence within the Inventory Area is the
availability of water for drinking and foraging.

Results
During the 2 nights of recording bat calls, no bat call files were produced. The lack of
detecting bat calls does not infer that bats are not present in the lnventory Area; it simply
means that no bats were active near the locations in which the ANABAT was used. lt is
unknown why bats were not active at the ANABAT stops, but it was likely a function of both the
lack of good foraging habitat (water) and that a cold front had pushed through the area during
the nights of the survey. In 2005, JBR conducted bat surveys along Pace Creek and left the
ANABAT unattended for 4 nights at a relatively large pond located within 0.25 miles of the
southeast corner of the 2007 Inventory Area (JBR 2005). During the 2005 survey, over 3,000
bat calls were recorded from at least 7 different species of bats. lt is likely that many of the
individual bats that forage over and/or drink from the pond, also utilize at least portions of the
2007 Inventory Area, but simply weren't active at the 2007 ANABAT stops during the survey.

Methodology
To record bat activity, JBR used an ANABAT ll Bat Detector and an ANABAT CF Storage Zero
Crossing Analysis Interface Module (ZCAIM) manufactured by Titley Electronics, Ltd., Ballina,
NSW, Australia. Between the hours of approximately 20:30 - 22:30 on the nights of 21 and 22
May, JBR biologists ran the ANABAT at each of the 5 stops (Figure 1) for approximately 20
minutes.

In addition to the above surveys, the ANABAT was left unattended at stop #4, which contained
a small cattle trough (see photo), on 21 and 22 May (2 nights). When left unattended, the bat
detector and ZCAIM were enclosed in a weatherproof container. The bat detector's ultrasound
transducer was positioned at a 45-degree angle to an acrylic reflector plate. This arrangement
allowed the transducer to remain dry while recording bat calls unattended. Bat calls were
recorded automatically; the equipment was programmed to turn on at 20:30 and to turn off at
06:00.

Bat Survey Report Pace Creek Canyon, Northern Cliffs



Figure 1. Inventory Area and Stops - Topo
fllount Bartles, Utah - 1:24,000 (USGS)
'l-R13E Sections 16. 17 . 18. 19. 20. and 21

I nrunenrstop Canyon Fuel Company
Pace Creek Canyon, Northern Cliffs
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! tnuentorynrea

Created: 05 June 2007
Edited: Version 1JBR\eah c:\\my doaments\CFC\Dugout2007\Figurel a mxd
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41 1 Environmental Description

A statement of the conditions and capabilities of the land to be affected by mining and reclamation
operations follows in this section.

411.100 Preming Land Use

The area is utilized for the landowners private use, including hunting and as open range for
livestock and wildlife.

411.110 Land Use Map and Narrative

Refer to the same section of the approved M&RP.

41 1.120 Land Gapabitity

The major plant communities at the well sites are identified in Section 321. No cultivated lands lie
within the well boundaries, due to the limiting terrain and lack of water for irrigation. Refer to
Section 321.200, Table 3-1 of this submittal for forage production per acre for each well site.

The well site areas are located on the flatter mesa tops and rolling terrain. This type of terrain
receives heavier pressure because of more available forage and easier movement by livestock.
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411.130 Land Use Description

The wells are located on land administered by Milton & Ardith Thayn Trust and zoned by Carbon

County for mining and grazing (MG-1).

No industrial or municipal facilities are located on or immediately adjacent to the well sites.

411.140 Gultural and Historic Resources Information

Gultural and Historic Resource Maps - Archaeological surveys were conducted in 2003 of the

well sites G-1 through G-6. Nothing was found that required future investigation. There are no

cemeteries, public parks, or units of the National System of Trails or the Wild and Scenic Rivers

System located within the well site boundaries. The reports can be found in Attachment 4-1 of this

submittal, Appendix4-1 and 4-3 of the M&RP and in the Confidential Folder. Wellsite G-7 and G-8

were inventoried by AERC in 1980 (see below), a letter from John Senulis of Senco-Phenix to

SHPO has been written requesting proof of clearance for the G-7 and G-8 sites. A copy of the

Senco-Phenix letter is included in the confidential folder.

Previous research in 1980 by "AERC surveyed several sample blocks in Sections 13 and 24, T133,

R12E and Sections 18, 19 and 30 T135, R13E. They also surveyed the access road into the Snow

Mine site. One archeological site (42CB292) was located. The site was described as "Coal mine

located in Pace Canyon consists of one known mine portal which has been closed. Site of historic

Snow Mine in Pace Canyon which was active in 1906 but had its primary production period from

1932-1940." The site was relatively pristine at the time and still contained a standing coal loadout

and foundation with depth potential. Avoidance was recommended pending further historic

research. As noted the site has since been extensively modified" (Attachment 4-1, Senco-Phenix,

June 24,2003, SPUT-455, page 2).
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Access to the degas holes will not impact or disturb what remains of the archeological site
(42C8292). The road in the bottom of Pace Canyon passes the archeologicalsite, but the closed
portal is not visible from the road, therefore there is nothing to draw attention to the site. The
loadout referenced in the survey no longer exist at the site.

During June 2005 a Class lll intensive walkover survey was performed of the access roads and
degas well sites G-9 thru G-13 and site DUG0105/DUG0205 (G-14) by Senco-Phenix. The wetl
sites are being permitted in groups. Wells G-8 thru G-10 are the group currently being presented
for consideration for approval. In the canyon where degas well sites G-9 and G-10 are located
near site 42CB.2435. The major portion of the site has been removed and there is little potential
for further information. The site is not considered eligible for the NRHP. Reference the
Confidential Binderforfurther information pertaining to the aforementioned survey. perthe survey
"No other cultural resources were located and the potential for undetected remains is remote. A
finding of no effect is appropriate and archeological clearance without stipulations is recommended"
by Senco-Phenix to SHPO for the G-8 thru G-14 degas well sites. Site 42CB15gb was
recommended for archeological clearance without stipulations by Senco-Phenix to SHPO and was
not recommended as eligible for the NRHP.

The sites of G-1 1 and G-16 were previously used for coal exploration holes. No "areas of critical
environmental concern" or "native american religious concerns" were identified for either site in the
archeological inventory of the area conducted by Senco-PhenixArcheological Consulting Services
in June 20,2001(SPUT-387, Confidential Binder) and no cultural or historical properties were listed
by NRHP. Site G-11 was labeled as "DT-2" and site G-16 was labeled as "E" in SPUT-387.

Sites G-15(DUG0204), G-17 (DUG0304) were previously used for coal exploration holes. An
archeological inventory of the area was conducted by Senco-Phenix Archeological Consulting
Services in 2001 (SPUT-387, Confidential Binder) and no historical or cultural resources were
identified for listing by NRHPiSHPO perthe BLM EA UT-070-2004-49, provided for incorporation
into Attachment 3-3. Site G-15 was labeled as "DUGO2O4" and site G-17 was labeled as
"DUG0304" in the Environmental Assessment prepared by the BLM for the drilling of these

4-3



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amend ment
June 14, 2007 #42O0O

exploration holes. The areas for the exploration holes were presumably cleared by the BLM prior

to the drilling of the exploration holes.

ln SPUT-387 the drill pad areas are not labeled with a number but are designated as being

inventoried by a blue outline on the drawing provided in the sput. A IMACS site form was prepared

and submitted to SHPO for a site at well pad G-17 (42C81596), this site was "Determined NR

ineligible and non-significant for National Register Status.

A drawing has been prepared by archeological consultants "Senco-Phenix" designating areas

including roads surveyed for archeological and cultural resources. The drawing entitled"Previous

Archeological Surveys, July 2006" is included in the confidential binder. The road used for access

to all degas drill sites have been surveyed.

SPUT-542 is an intensive cultural resource survey covering three drill holes and a staging area.

The site for Degas well G-19 (G-190) is part of this survey. The refer to the drawing within the

survey and Figure 1-1 of this amendment for verification of the surveyed location. "No cultural

resources were located and the potential for undetected remains is remote. A finding of no effect

is appropriate and archeological clearance without stipulations is recommended."

Dugout Canyon agrees to notify the Division and State Historical Preservation Office (SHPO) of

previously unidentified cultural resources discovered in the course of operations. Dugout Canyon

also agrees to have any such cultural resources evaluated in terms of NRHP eligibility criteria.

Protection of eligible cultural resources will be in accordance with Division and SHPO requirements.

Dugout Canyon willalso instruct its employees that it is a violation of federal and state lawto collect

individual artifacts or to otherwise disturb cultural resources.

411.200 Previous Mining Activity

Dugout Canyon has no knowledge of previous tlre removal of coal or other minerals in the well site

areas.
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412 Reclamation Plan

412.100 Postming Land-Use Plan

All uses of the land prior to the wells construction/operation and the capacity of the land to support

prior alternate uses will remain available throughout the life of the sites.

Dugout Canyon intends the postmining land use to be livestock and wildlife grazing and other uses

as dictated by the land owner (hunting, roads, corrals, stock ponds, etc.). Final reclamation

activities will be completed in a manner to provide the lands able to parallel the premining land use.

412.200 Land Owner or Surface Manager Comments

Milton & Ardith Thayn Trust is the landowner. Canyon Fuel Company, LLC has a surface land

owner agreement with the Thayne Trust for the drilling of degassification holes (Attachment 4-2).

Prior to drilling the landowner will be contacted and the requirements related to drilling as outlined

in the surface land owner agreement will be met. A copy of the letter will be included in Attachment

4-2.

413 Performance Standards

413.100 Postmining Land Use

Postmining land uses are discussed in Section 412.100. The postmining lands will be reclaimed

in a timely manner and capable of supporting such uses (see Chapters 2,3,5, and 7).

413.200 Determining Premining Uses of Land

Refer to Section 411.100.
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413.300 Criteria for Alternative Postming Land Uses

No alternative postmining land uses have been planned.

414 Alternative Land Use

No alternative postmining land uses have been planned.

420 AIR QUALIry

421 Air Quality Standards

Dugout Canyon activities will be conducted in compliance with the requirements of the Federal

Clean Air Act and the Utah Air Conservation Rules.

422 Compliance Efforts

See Fugitive Dust Control Plan, Section 424.

423 Monitoring Program

Refer to the same section in the approved M&RP.
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Operational areas that are used by mobile equipment will be water sprayed to control fugitive dust.

The application of waterwill be of sufficientfrequency and quantityto maintain the surface material

in a damp/moist condition unless it is below freezing.

425 Additional Division Requirements

Refer to the same section of the approved M&RP.
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510INTRODUCTION

This chapter provides a discussion of general engineering aspects, an operation plan, a
reclamation plan, design criteria, and performance standards related to the degassification well
sites. The activities associated with the construction and reclamation of the well sites have been
or will be designed, located, constructed, maintained, and reclaimed in accordance with the
operation and reclamation plans.

511 General Requirements

The permit application includes descriptions of construction, maintenance, and reclamation
operations of the proposed well sites with maps and plans. Potential environmental impact as well
as methods and calculations utilized to achieve compliance with the design criteria are also
presented.

512 Gertification

Where required by the regulations, cross sections and maps in this permit application have been
prepared by or under the direction of, and certified by, qualified registered professional engineers
or land surveyors. As appropriate, these persons were assisted by experts in the fields of
hydrology, geology, biology, etc.

512.100 Gross Sections and Maps

Cross sections for the degassification well pads are shown on Figures S-2, 5-6, S-10, S-1 g, S-21,
5-24 and typical road cross sections are shown on Figures 5-13 and 5-14. Cross sections for the
degassification well pads G-8, G-9, G-10, G-11 thru G-17 and G-19 are shown on figures located
in Attachment 5-1.
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512.200 plans and Engineering Designs

Excess spoil - No excess spoilwill be generated from the wellsites.

Durable Rock Fills - No durable rock fills will exist at the weil sites.

Goal Mine waste - No coal mine waste will exist at the well sites.

f mpoundments - Refer to section 733.200 of this submittal.

Primary Roads ' Short sections of road are required to access well sites G-2, G-S, and G-16.
These access roads are classified as primary roads. wellsites G-1 and G-g (not drilled), G-3 thru
G-15 and G-19, are on existing roads, no access roads will be constructed. Referto Section
527 .200 for add itional information.

variance from Approximate original Gontour - No variance from approximate original contour
is required for the well sites.

513 Gompliance with MSHA Regutations and MSHA Approval

513.100 Goar processing waste Dams and Embankments

No coal processing waste dams and embankments will exist at the well sites.

-
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513.200 lmpoundments and Sedimentation ponds

Refer to Section 733.200 of this submittal.

513.300 Underground Development Waste, Goal Processing Waste, and
Excess Spoil

No underground waste, coal processing waste, and excess spoil will exist at the well sites.

513.400 Refuse Pites

No refuse piles will exist at the well sites.

513.500 Underground Openings to the Surface

The well will be equipped with a valve that will be closed and locked when not in use. A typical well
head is shown in Figure 5-16.

513.600 Discharge to Underground Mine

No discharge to the underground mine will occur at the well sites.

513.700 surface coal Mining and Reclamation Activities

No surface coal mining, or reclamation activities associated with surface coal mining will occur at
the well sites.
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513.800 Coal Mine Waste Fire

No coalwaste will be developed, therefore, no coal waste fires will occur at the well sites.

514 Inspection

514.100 Excess Spoil

No excess spoil will be stored at the well sites.

514.200 Refuse Pites

No refuse piles will exist at the well sites.

514.300 lmpoundments

Refer to Section 733.200 of this submittal.

515 Reporting and Emergency Procedures

515.100 Sl ides

Refer to Section 515.100 in the approved M&Rp.

51 5.200 lmpoundments Hazards

No impoundments will exist at the well sites.
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515.300 Temporary Gessation of Operations

lf temporary cessation of the mining operations does occur, the wells will remain open. Once
liberation of the methane gas is completed, the wells will be sealed as discussed in Section
542.700 of this submittal.

520 OPERATION PLAN

521 General

See Figures 5-1, 5-5, 5-9, 5-17,5-20,5-23,5-27 and Attachment 5-1 (G-8 thru G-17 and G-19)
for the contour map showing pre-disturbance and drilling phase contours. These figures also show
the disturbed area boundaryand the newaccess road contours. Figures 5-3, 5-7, 5-1 1, 5-1 9,5-22,
5-25,5-29 and Attachment 5-1 (G-8 thru G-17 and G-19) show the layout of the well sites during
the drilling phase. Figures 5-4, 5-8, 5-12 show the layout of the well sites during the operational
phase and the area to be reclaimed at the completion of drilling. Cross sections for each site can
be found on Figures 5-2, 5-6, 5-10, 5-1 8, 5-21,5-24,5-28 and Attachment 5-1 (G-8 thru G-17 and
G-19).

521.100 Gross Sections and Maps

Existing Surface and Subsurface Facilities Features - No buildings are located on or within
1,000 feet of any of the well sites.

Landowner, Right-of-Entry, and Public Interest - The land which the wells will be drilled on is
owned by the Milton and Ardith Thayn Trust. Canyon Fuels, LLC has reached an agreement with
the Thayn trustees to allow access for the construction and drilling of the wells (see Attachment
4-2).

5-5



Canyon Fuel Company, LLC
Dugout Canyon Mine

Mining sequence and Planned subsidence - Refer to section 525.
showing the location of drilled degas wells are submitted to the BLM and
annual reports.

Methane Degassification Amendment
June 14, 2007 Hraary4€,-?fl*f

Mining sequence maps

UDOGM as part of their

Land Surface Gonfiguration - Surface contours of undisturbed well sites are included in Figures
5-1 , 5-5, 5-9, 5-17 , 5-20, 5-23, s-2T and Attachment s-1 (G-g thru G-17 and G-19).

Surface Facilities - No permanent surface facilities will exist at the well sites.

521.200 Signs and Markers

Mine and Permit ldentification Signs - A mine and permit identification sign will be displayed at
each well site. This sign will be a design that can be easily seen and read, will be made of durable
material, will conform to local regulations, and will be maintained until after the release of all bonds
for the well site areas. The sign will contain the following information:

Mine name,

Company name,

Company address and telephone number

MSHA identification number, and
Permanent program permit identification number

Perimeter Markers ' The perimeter of all areas affected will be clearly marked before beginning
mining activities. The markers will be a design that can be easily seen and read, will be made of
durable material, will conform to local regulations, and will be maintained until after the release of
all bonds for the permit area.

Buffer Zone Markers - Stream buffer zone markers will not be required at the G-2 thru G-10, G-13,
G-14, G-16 and G-17 well sites. Stream buffer zone markers wil l be placed at G-1 1, G-12, G-1b
and G-19.
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Topsoil Markers - Markers will be placed on all topsoil stockpiles. These markers will be a design
that can be easily seen and read, will be made of durable material, will conform to local regulations,
and will be maintained until topsoil is redistributed on the well sites.

Gonstruction Markers - Not applicable.

Hazard Signs ' Signs will be place at the degas wells with open degas holes, declaring danger, no
smoking, etc.

522 Coal Recovery

No coal recovery will be performed at the well sites. The operator has been contact by the BLM, in
reference to changes in Operator's R2P2 associated with Federal Regulation 43 CFR Chapter 11,
Subpart 3484. Degas wells G-11, G-12 and G-19 are on the SITLA lease and not on a federal
lease, therefore changes in the R2P2 are not required.

523 Mining Methods

No mining will be performed at the well sites.

524 Blasting and Explosives

No explosives are to be used at the well sites.
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No subsidence will occur at the well sites, as a result of drilling and development of the

degassification well sites. Subsidence could occur at the well site because of underground mining

see Section 525 of the approved M&RP.

526 Mine Facil it ies

526.100 Mine Structures and Facilities

No buildings exist or are proposed at the well sites; therefore, no existing building will be used in
connection with or to facilitate this proposed coal mining and reclamation plan.

526.200 Utility Installation and Support Facilities

No utilities are to be installed at the well sites. A portable methane exhaust unit will be temporarily
installed to draw methane to the surface from the mined panel. The exhaust blower will be started
by using propane from portable tanks. Once started and running, the unit will be powered by
burning the extracted methane gas. The level of extracted methane required to operate the exhaust
blower is greater than 30%. Excess methane will be vented to the atmosphere. The blower is
approximately 12-feet long by 6-feet wide and about 1O-feet tall. lt is not known how long the
degassification of the longwall panel will take.

527 Transportation Facilities

527 .1 00 Road Classification

Well sites will be developed near existing private roads as shown on Figures 1-1, 5-1, 5-5, 5-9, 5-
17,5-20,5-23,5-27 and Attachment 5-1 (G-8 thru G-17 and G-19). The new access roads wil l be
classified as primary roads and will be maintained by the permittee (see Figure 5-14).
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527 .200 Descri ption of Transportation Faci I ities

The well sites were chosen close to existing roads in the area to limit surface disturbance. The
existing roads were constructed and are maintained by the land owner. The existing roads are
approximately 20 feet wide and are shown on Figures 5-1, s-b, s-9, s-17, s-20, S-23, S-27 and
Attachment 5-1 (G-8 thru G-1 7 and G-1 9). See Figure 5-1 3 for a typical cross section of the existing
roads.

The access road to the G-16 well site follows an existing road which has been reclaimed. The
incised road is approximately 500 feet long, 15 to 20 feetwide and will be constructed on compacted
subsoil. Topsoil will be stripped from the road alignment and eitherwind rowed adjacent to the road
or stored with the topsoil stripped from the pad area. The access road will have a maximum grade
of 10% and an average grade of 5o/o. The road will be constructed as shown on Figure b-14 in the
approved methane degassification amendment. As needed, water bars will be used to direct flow
off the road and either silt fences or strawbales will be used to treat runoff . Refer to Chapter 5,
Attachment 5-1 for drawings of well site. The access road to G-16 is also discussed in Chapter 7,
Section 732.400.

528 Handling and Disposal of Goal, Excess spoil, and Goal Mine waste

No disposal of coal, excess spoil, and coal mine waste will occur at the well sites.

529 Management of Mine Openings

The perimeter of the sites, including the topsoil stockpiles will be fenced with gates on the access
roads. The well casing will have a valve that is closed and locked. The valve will also prevent
access by animals or other material. Mine openings will be monitored in accordance with Federal
and State Regulations.

During the life of the methane wells, the sites will be inspected as needed by mine personnel to
verify the continued operation of the pumping equipment and general site conditions. Motorized
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vehicles to access the methane wells may include trucks, four-wheelers, a snow cat, snowmobiles
and etc.

530 OPERATIONAL DESIGN CRITERIA AND PLANS

531 General

This section contains the general plans for the construction of sediment controls and general
construction and maintenance of the well sites.

The decision to construct each well will be based on the amount of methane encountered during
mining. lf small amounts of methane are encountered and the mine's ventilation system can dilute
the methane, no well will be drilled. The proposed well site locations are shown on Figure 1-1.

The topography above the Dugout Canyon Mine severely limits the selection of methane drainage
drill sites (degas wells). Various other factors also affect the drill site locations. These include
proximity to the mining area, existing access verses new access, site slope, meeting reclamation
success standards, etc. Sites with exiting access are given preference over sites without, where
possible sites are located along existing roads and at other pre-disturbed areas. In addition, drill
methods are often modified (using directional drilling methods vs. conventional vertical drilling
methods) to allow drilling along existing access and to reduce environmental impacts. Directional
drilling methods allow the surface site to be located as described yet allow the bottom of the hole
to be completed in the required mining area.

532 Sediment Control

sediment control measures for the well sites are described in sections 732 and 742 0f this
submittal. Runoff control structures at the well sites have been designed to convey runoff in a non-
erosive manner. Sediment yields in the well permit arca are minimized by:
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Disturbing the smallest practicable area during the construction of the well site and
contemporaneously reclaiming areas suitable for such reclamation.

533 lmpoundments

No impoundments will exist at the well sites.

534 Roads

Refer to Section 527 of this submittal.

535 Spoil

No spoil will be generated at the well sites.

536 Coal Mine Waste

No coal mine waste will be stored at the well sites.

537 Regraded Slopes

537.1 00 Division Approval

No mining or reclamation activities will be conducted in the permit area that requires approval of the
Division for alternative specifications or for steep cut slopes.

537.200 Regrading of Setfled and Revegetated Fills

a

5-1 1



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment
June 14, 2007 fulraaryaG,4+t

Upon completion of the well site, the areas not required for the exhaust blower will be regraded to
approximate original contour. Because of the nature of the well site, setfling is not anticipated.
However, if settlement does occur, these areas will be regraded.

540 RECLAMATION PLAN

541 General

541.100 Gommitment

Upon the permanent cessation of methane venting, Dugout Canyon Mine will seal the wells and
permanently reclaim all affected areas in accordance with the R645 regulations and this reclamation
plan.

541.200 Surface Coal Mining and Reclamation Activities

Not applicable.

541.300 Underground Goal Mining and Reclamation Activities

Upon completion of the methane venting activities the wells will be reclaimed.

541 -400 E nvi ron mental protecti on performance Stan dards

The plan presented is designed to meet the requirements of R645-301 and the environmental
protection performance standards of the State program.

542 Narratives, Maps, and plans

542.1 00 Reclamation Timetable
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A timetable for the completion of each major step in the reclamation plan is presented in Figure 5-15
(G-2 and G-5) and 5-26 (G-3, G-4, G-6 thru G-17 and G-19). Per Task lD #24}B,,,the Division
requires notification and a reasonably specific time to initiate the reclamation activities associated
with degassification well sites". In addition to the two figures referenced above, information
pertaining to reclamation timing for methane degas wells is provided in Attachment 5-2 of this
amendment.

542-200 Plan for Backfilling, Soil Stabilization, Compacting, and Grading

Following completion of the venting activities, the well site will be prepared for contouring and soil
distribution. Details regarding topsoil placement and revegetation are provided in Section 242 and
Section 353, respectively.

Sedimentation Pond Removal and Interim Sediment Gontrol - See Section S4Z.SOO of this
submittal.

542.300 Final Surface Gonfiguration Maps and Cross Sections

The sites will be regraded to the approximate original contour, the contours representing the pre-
disturbance topography also represent the reclamation topography. Refer to Figures b-2, 5-6, S-10,
5-18,5-21,5-24,5-28 and Attachment 5-1 (G-8 thru G-17 and G-1g) to see cross sections
representing the final surface configuration.

542.400 Removal of Temporary Structures

The well sites will not have surface structures.

542.500 Removal of Sedimentation pond

No sediment pond will be constructed at the well sites.
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542.600 Roads

The roads which existed prior to the drilling program will be retained after reclamation. The access

roads established during the drilling program will be reclaimed after methane extraction has been

completed. See Section 242 for additional detail concerning the reclamation plan.

The road to well site G-16 is pre-existing however it has been reclaimed, the road to access well

sites G-13, G-14, G-15,G-17 and G-19 are existing roads. Subsoil being cut in order to

construction the pad for well G-15 will be placed on the existing road, causing it to be elevated.

542.700 Final Abandonment of Mine Openings and Disposal Areas

Degas drill holes G-9 thru G-17 and G-19 will be sealed in accordance with Federal Regulations

43 CFR Ch. 11, Subpart 3484, (3) per a decision by the BLM and UDOGM.

The casings on degas well sites G-2 thru G-7 will be plugged at the bottom to hold concrete. A lean

concrete mixture will be poured into the casing until the concrete is within five (5) feet of the surface.

At that time the casing will be cut off at ground level and the rest of the casing will be filled with lean

concrete. The concrete will be allowed to harden before final reclamation is completed.

A copy of 43 CFR Ch. 1 1, Subpart 3484, (3) and a discussion of how methane is removed from

mines is contained in Attachment 5-2.

542.800 Estimated Gost of Reclamation

Refer to the Appendix 5-6 of the existing M&RP. lt is anticipated that the cost of reclamation of the

well sites is adequately covered by the Dugout Canyon Reclamation Bond, refer to Chapter 8 for

additional detail.

550 RECLAMATION DESIGN CRITERIA AND PLANS
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551 Gasing and Sealing of Underground Openings

Permanent sealing is described in Section 542.700.

552 Permanent Features

552.1 00 Small Depressions

No permanent small depressions will be created as part of the well site construction and
reclamation.

552.200 Permanent I mpou ndments

See Section 515.200 of this submittal.

553 Backfilling and Grading

553.100 Disturbed Area Backfilling and Grading

Approximate Original Gontour - The well sites will be returned to their approximate original
contour after reclamation is completed.

Erosion and Water Pollution - Sediment controls will consist of gouging the surface to create
depressions and mounds which store and impede the movement of water. As vegetation becomes
established on the reclaimed surface, erosion potential will be further minimized.

Post'Mining Land Use - The disturbed area will be reclaimed in a manner that supports the
approved post-mining land use. Referto Sections 411 and412for additional detail.

553.200 Spoil and Waste
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553.300 Exposed Coal Seams, Acid and Toxic Forming Materials and
Combustible Materials

No coal seams will be left exposed at the well sites. All wells will be sealed according to Federal and
State regulations.

Goal Processing Waste - No coal processing waste will be generated within the well sites.

553.250 Refuse piles

No refuse piles will exist at the well sites.

553.400 Gut and Fill Terraces

No cut and fill terraces will be constructed at the well sites.

553.500 Highwall From previously Mined Areas

No highwalls exist or will be built at the well sites.

553.600 previously Mined Area

No previously mined areas exist at the well sites.

553.700 Backfiiling and Grading - Thin Overburden

No surface mining and reclamation activities involving thin overburden will occur at the well sites.
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553.800 Backfilling and Grading - Thick Overburden

No surface mining and reclamation activities involving thick overburden will occur at the well sites.

553.900 Regrading of Settled and Revegetated Rills

lf settlement or rills occur at the well sites, they will be regraded and revegetatived. Refer to Section

244.300.

560 PERFORMANCE STANDARDS

Dugout Canyon Mine well sites will be conducted in accordance with the approved permit and the

requirements of R645-301 -51 0 through R645-301 -553.
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FIGURE 5.26

Reclamation Schedule - Wells G-3, G4, G-6 thru G-17, and G-19

Weeks to Complete from Start of Reclamation Activities

Regrade Site to Original Contour

Place Topsoil and Roughen

The schedule assumes that weather conditions are conducive. Schedule is for each individual well not

wells collectivelv. lf necessary the timinq mav be extended.
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ATTACHMENT 5.1

Degas Wells G-8 thru G-17 and G-19
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ATTACHMENT 5.2

Methane Degassification



Well No. Year Gonstructed Year Plugged Contemporaneous
Reclamation

Final Reclamation

Planned Actual Planned Actual Planned Actual Planned Actual

G-2 2004 2007

G-3 2004 2005 2005 2006

G-4 2004 2005 2005

G-5 2004 2007

G-6 2004 2005 2007

G-7 2005 2007

G-9 2005 2008

G-10 2006

G-11 2006

G-12 2006

G-13 2006

G-14 2006

G-15 2007

G-16 2008

G-17 2008

G-19 2007

Canyon Fuel Company, LLC
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Dates are approximate, all events are subject to availability of contractors, weather, mining needs, etc.

Although permitted, wells G-1 and G-8 were never drilled/constructed.
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ATTACHMENT 5.3

Land Owner Correspondence



Ark Land Company
c/o Canyon Fuel Co., LLC
Dugout Canyon Mine
P.O.  Box  1029
Wel l ington,  Utah 84542
435-61  3 -2830

May 4,2007

Milton and Ardith Thayn Trust
Attn: David Thayn
7730 East Highway 6
Price, Utah 84501

Re: Dugout Canyon Mine Revised Activities on Thayn Trust Lands in 2007

Dear Mr. Thayn:

As previously advised on March 29,2007, in accordance with the Surface Use Agreement
between Canyon Fuels Company, L.L.C. (CFC) and the Milton and Ardith Thayn Trust
(Thayn Trust) of November 1999 and as later amended, the Dugout Canyon Mine (Dugout) plans
to conduct permitting activities, exploration drilling, methane drainage well installation, access
road construction, and other coal mining related activities on the Thayn Trust Lands during 2007.
Since that time, there have been several changes in our plans of which we need to apprise you.

Exploration Dril l ing:
The one (1) exploration hole planned for 2007, G-22A (see attached map), which was also going
to be completed as a methane drainage well, has been eliminated from this year's program due to
budget constraints. This combination hole will probably be drilled next year.

Methane Drainage Wells:
Dugout now plans to drill and complete six (6) methane drainage wells in2007: G-9C, G-15A,
G-l58, G-19, G-l8 and G-31. Methane drainage well G-9C is now planned to be drilled almost
directly north from the existing drill pad, rather than a little east of north as shown previously.
This previous alignment of G-9C placed the well too close to the beginning of the longwall panel
to allow efficient drainage of the methane gas from the gob. Based on recent field work, the
beginning of the road planned for sites G- 1 8 and G-3 1 will need to be changed. As we had
previously planned this road, the beginning stretch of approximately 1,560 feet from the existing
road was not feasible. Dugout also proposes to construct a new section of road to the same
former drill site in the saddle, which will provide access from the south off of the existing road.



Although this has apparently not been done in the past, we would appreciate it if you could
provide us with a written concurrence with these revisions, so that we can have something on file
in our records showing that you received and understood our plans. Of course, if you have any
questions, comments or concerns about any of our activities or plans, please contact me at your
earliest convenience at 435-61 3-2830.

Sincerely,

Joseph A. Dixon
Sr. Geologist

Doug Downing, St. Louis, MO
Dave Spillman
Vicky Miller
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CHAPTER 7

HYDROLOGY
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711 General Requirements

This chapter presents a description of the following:

Proposed operations and the potential impacts to the hydrologic balance;

Methods of compliance with design criteria and the calculations utilized to show

compliance; and

Applicable hydrologic performance standards.

712 Cerlllication

All maps, plans, and cross sections presented in this chapter have been certified by a qualified,

registered professional engineer.

713Inspect ion

Inspections are not required since no permanent impoundments will exist at the well sites.

720 ENVIRONMENTAL DESGRIPTION

721 General Requirements

The application will include a description of the existing premining hydrologic resources with the

proposed permit and adjacent areas that may be affected or impacted by the proposed coal mining

and reclamation operations.

7-1
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722 Cross Sections and Maps

722.100 Location and Extent of Subsurface Water

Figure 7-1 in the approved M&RP shows a generalized hydrostratigraphic cross section of the
permit and adjacent areas including the well sites. Section 724.100 of the approved M&RP
provides baseline groundwater conditions.

722.200 Location of Surface Water Bodies

Plate 7-2 in the approved M&RP shows the locations of surface-water bodies and existing or
pending water rights. Section 724.200 of the approved M&RP provides baseline surface water

conditions.

722.300 Locations of Monitoring Stations

PlateT-1 in the approved M&RP shows the location of surface water and groundwater monitoring

stations.

722.400 Locations and Depth of Water Wells

Refer to Section 722400 and Plate 7-1 of the approved M&RP for information pertaining to the
groundwater monitoring wells. Refer to Appendix 7-9 of approved M&RP for details pertaining to

the Gilson well.

7-2
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7 22.500 Su rface Topog raphy

Surface topography features at the well sites and adjacent areas are shown on Figures 1-1, 5-1,

5-5, 5-9, 5-17,5-20,5-23,5-27 and in Attachment 5-1 for Degas Wells G-8 thru G-17 and G-19.

Refer to Platel-4 in the M&RP for well locations.

723 Sampling and Analysis

Refer to Section 723 of the approved M&RP.

7 24 Baseline I nformation

Refer to Section 724 of the approved M&RP.

724.100 G rou ndwater I nformation

Refer to Section 724.100 of the approved M&RP.

724.200 Surface Water lnformation

Refer to Section 724.200 of the approved M&RP.

724.300 Geologic I nformation

Geologic information related to the well sites and adjacent areas in presented in Chapter 6 of this

submittal and in the approved M&RP.
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724.400 Glimatolog ical I nformation

Climatological data are summarized in Appendix 4-1 behind the Air Quality Permit of the approved

M&RP and RA Attachment 7-5 of the Refuse Pile Amendment.

724.500 Supplemental I nformation

Refer to Section 724.500 of the approved M&RP.

724.600 Survey of Renewable Resource Lands

Refer to Section 724.600 of the approved M&RP.

724.700 Alluvial Valley Floor Requirements

Information regarding the presence or absence of alluvial valleyfloors in the well sites and adjacent
areas is presented in Chapter 9 of this submittal and the approved M&RP.

725 Baseline Gumulative lmpact Area Information

The CHIA currently in place for the Dugout Canyon Mine covers the well sites. The hydrologic and
geologic information required for the Division to develop a Cumulative Hydrologic lmpact
Assessment (CHIA) is presented in the approved M&RP.

726 Modeling

No groundwater or surface water modeling was conducted in support of this submittal.

7-4



Canyon Fuel Company, LLC
Dugout Canyon Mine

Methane Degassification Amendment
June 14, 2007 #y-+3i#06

727 Alternative Water Source Information

Not applicable.

728 P robable Hydrologic Gonseq uences

This section addresses the probable hydrologic consequences of construction and reclamation

operations at the well sites. Mitigation measures are discussed generally in this section and in

detail in Section 730 of the approved M&RP.

728.100 Potential lmpacts of Surface and Groundwater

Potential impacts of the well sites in this area on the quality and quantity of surface and
groundwaterflow may include contamination from materials associated with the drilling of the wells.

Once installed, the wells are designed as an ambient vent of methane gas, having no affect on the

surface orgroundwater. The potential impact is addressed in Section 728.300 of this submittaland

the approved M&RP.

728.200 Baseline Hydrologic and Geologic Information

Baseline geologic information is presented in Chapter 6 of the approved M&RP. Baseline

hydrologic information is presented in Section724.100 and 724.200 of the approved M&RP.

728.300 PHC Determination

Potential lmpacts to the Hydrologic Balance - Potential impacts of the Dugout Canyon Mine on

the hydrologic balance of the well sites and adjacent areas are addressed in the subsections of this

submittal and the approved M&RP. The PHC prepared by Mayo and Associates for the Dugout

Canyon Mine is located in Appendix 7-3, Section 3 , of the approved M&RP. Refer to Chapter 3,
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Section 322.200 for information addressing water usage for degas well drilling, as well as mining.
Little to no impacts to the Hydrologic Balance are anticipated since 1) the potential impacts are
limited to the drilling and construction of the wells; 2) BTCA techniques for sediment control are
implemented forthe surface disturbance of the well pad; 3) hydrogeologic information from in-mine
observations, Degas wells G-1 thorugh G-9, and PHC information included in the approved M&Rp
support that minimal groundwater is encountered in the geologic formations being drilled; and 4)
any water encountered during drilling and construction of the well will need to be sealed for the well
to function as an ambient vent of methane gas.

Acid and Toxic Forming Materials - No acid or toxic forming materials have been identified in the
soils or strata of the Dugout Canyon Mine (Chapter 6, Section 623 of this submittal). Additional
information is located in Appendix O-2 of the approved M&Rp.

Groundwater-When encountered during drilling groundwateraquifers will be sealed using drilling
mud. At completion, the casing will be grouted and cement placed inside the well casing during
reclamation.

Once drilling is completed, the casing is grouted in the well hole, sealing aquifers to prevent
groundwater migration, including groundwater migrating down the outside of the casing into the
mine. Should water inflow greater than 15 gallon per minute be encountered during the drilling of
the degas wells the depth and volume will be recorded and included in Attachment 7-1. No
measurable inflows of water have been encountered during the drilling of degas wells G-1 thru G-g.

The development and construction of degas wells does not have the potential to decrease creek
flow or spring discharges, the wells are not designed to capture water, dewater aquifers or cause
subsidence. Methane gas, not liquid (water) is pumped from the wells following construction.

Surface Water - Degas wells are not used to access water to be discharged to the surface. As
mentioned above, no measureable water has been encountered during the drilling, construction
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and operation of degas wells G-1 thru G-9. Also, the well cannot function as a degas well if

significant water is encountered, and will need to be abandoned.

Potential Hydrocarbon Contamination - Hydrocarbon products will not be stored at the well sites,

however fuels, greases, and other oils may leak from equipment during drilling operations.

Absorbent materials will be used for the collection of leaked fuels, greases, and other oils. The

saturated absorbent materials will be disposed of at an appropriate landfill facility.

729 Gumulative Hydrologic lmpact Assessment (GHIA)

The Cumulative Hydrologic lmpact Assessment currently in place for the Dugout Canyon Mine

includes the well sites and adjacent areas.

730 OPERATION PLAN

731 General Requirements

731.100 Hydrologic - Balance Protection

Groundwater Protection - The effect on groundwater at the well sites is expected to be minimal.

Groundwater encountered during drilling will be sealed off, refer to Section 728.300.

Surface Water Protection - To protect the hydrologic balance, construction, maintenance, and

reclamation operations will be conducted to handle earth materials and runoff in a manner that

prevents, to the extent possible, additional contributions of suspended solids to stream flow outside

the permit area, and othenryise prevent water pollution.

During initial drilling, the sites will be graded to ensure that storm runoff will flow towards the berms

surrounding the drilling pad area. The berms will direct the runoff to the lowest point(s) within the
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pad area where a silt fence and/or straw bale dike(s) will treat the runoff (see Figures 5-1, 5-5, 5-9,

5-17, 5-20, 5-23, 5-27 and Attachment 5-1). The berm placed at the top of the drilling pad cut

slopes will divert runoff around the drilling pad. Thus reducing the runoff affected by the drilling
pad.

The pad will be re-graded to cause the storm runoff to sheet flow towards a silt fence and/or straw

bale dike. A berm will be placed at the top of the fill slope to direct any runoff from the operational
pad to the silt fence and/or straw bale dike(see Figures 5-4, 5-8, 5-12,5-19,5-22,5-25, 5-29 and

Attachment 5-1). The silt fences and/or straw bale dikes will be periodically inspected, and

accumulated sediment will be removed as needed to maintain functionality. The sediment from the

silt fence and/or straw bale dikes will be piled on the pad and will be used for fill during final

reclamation of the well site. During the drilling phase a berm and silt fence will be installed at the

toe of the fill slope as shown on Figures 5-1, 5-5, 5-9, 5-17, 5-20, 5-23, 5-27 and Attachment 5-1

to treat any runoff from the drilling pad.

7 31 .200 Water Mon itoring

No water monitoring will be conducted at the degas well sites. Refer to approved M&RP for a

description of water monitoring.

731.300 Acid or Toxic Forming Materials

No acid or toxic forming materials are anticipated at the well sites (see Section 728.300).

731.400 Transfer of Wells

Refer to Section 731.400 of the approved M&RP.
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731.500 Discharge

No discharges to underground workings.

731.600 Stream Buffer Zones

Stream Ghannel Diversions - No stream channel diversions are planned at the well sites.

Buffer Zone Designation - When drilling sites are adjacent to a perennial or an intermittent

stream, a stream buffer zone wil l be established. Well sites G-1 1, G-12, G-15 and G-19 require

bufferzonedesignation. RefertoChapter5,Attachment5-1 fordrawingsofwellsitesG-Sthrough

G-17 and G-19.

731.700 Gross Section and Maps

Not applicable.

731.800 Water Rights and Replacement

Refer to Sections 728.300 and 731.800 of the approved M&RP.

732 Sediment Gontrol Measures

The sediment control measures within the well sites have been designed to prevent additional

contributionsofsedimenttostreamflowortorunoffoutsidethewellsites. Inaddition,thewellsites

have been designed to minimize erosion to the extent possible.

The structures to be used for runoff control at the well sites are berms, silt fences and/or straw bale

dikes.
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7 32.100 Si ltation Structu res

Berms, silt fences and straw bales dikes will be used to treat runoff.

732.200 Sedimentation Pond

The drilling sites will not have sedimentation ponds.

732.300 Diversions

Refer to Section 731.100 of this submittal.

732.400 Road Drainage

No diversion ditches will be constructed along the primary roads leading to the well sites. See
Figures 5-13 and 5-14 for typical road cross sections. Where needed roads accessing the drill
sites will have a water bar constructed at the base of the road to divert water off the road prior to
the runoff reaching the drilling pad.

The incised road to well site G-16 will be constructed as shown on Figure 5-14 in the approved
permit, water bars will be used to direct flow off the road and either silt fences or strawbales will be
used to treat runoff . Refer to Chapter 5, Attachment 5-1 for drawings of well site G-16 showing the
location of a single water bar, additional water bar(s) will be constructed as required to direct water
from the road. Refer to Section 527.200 for road construction information.

Subsoil being cut in order to construction the pad for well G-15 will be placed on the existing road,
causing it to be elevated, no new access road will be constructed to well site G-1S.
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733 lmpoundments

733.100 General Plans

Not applicable.

733.200 Permanent and Temporary lmpoundments

No permanent impoundments will exist at the well sites.

734 Discharge Structures

A berm will surround the entire drill pad at each well site during the drilling phase (excepted as
noted). The berm will divert undisturbed runoff around the drilling pad and direct runoff from the
pad to a silt fence/straw bale dike at the lowest point within the well pad disturbed area. A silt fence

and/or straw bale dike will be the discharge structure for each of the well sites during the

operational phase.

735 Disposal of Excess Spoil

There will be no excess spoil generated at the well sites.

736 Goal Mine Waste

There will be no coal mine waste generated or stored at the well sites.

737 Non-Goal Mine Waste

There will be no non-coal mine waste disposed at the well sites.
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738 Temporary Gasing and Sealing of Wells

Refer to Section 542.700 of this submittal.

740 DESIGN CRITERIAAND PLANS

741 General Requirements

This submittal includes general well site plans that incorporate design criteria for the control of
drainage.

742 Sediment Gontrol Measures

7 42.1 00 General Requ irements

Design - Sediment control measures have been formulated to prevent additional contributions of
sediment to stream flow or to runoff outside the well site area; and minimize erosion to the extent
possible.

Measures and Methods - Sediment control methods will include silt fences, berms, and straw
bales to reduce runoff and trap sediment.

7 42.200 Si ltation Structu res

General Requirements - Additional contributions of suspended solids and sediment or runoff

outside the well site area, including access roads will be prevented to the extent possible using silt
fences, berms, and straw bale dikes. Construction activities will not occur during major precipitation

events. As required, siltation structures will be installed prior to beginning site construction.
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Design -All hydrology calculations were made using the 10-year, 24-hour precipitation event.

Hydrology calculations are in Attachment 7-1. Locations of the berms and silt fences are shown

on Figures 5-1, 5-4,5-5, 5-8, 5-9, 5-12, 5-17 , 5-20, 5-23, 5-27 and Attachment 5-1.

742.300 Diversions

No diversion ditches will be constructed as part of the drilling or operational phases.

742.400 Road Drainage

Refer to Section 732.400 of this submittal. The road design for G-16 is shown on drawings located

in Chapter 5, Attachment 5-1 and Figure 5-16.

743 lmpoundments

No impoundments will exist at the well sites.

744 Discharge Structu res

No discharge structures have been planned or designed.

745 Disposal of Excess Spoil

There will be no excess spoil generated at the well sites.
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746 Coal Mine Waste

746.1 00 General Requirements

There will be no coal mine waste used at the well sites.

746.200 Refuse Piles

There will be no refuse piles at the well sites.

746.300 lmpounding Structures

Refer to Section 733.200 of this submittal.

746.400 Return of Coal Processing Waste to Abandoned Underground
Workings

No coal processing waste will be generated at the well sites.

747 Disposal of Non-Goal Mine Waste

All non-coal mine waste will be dispose of at an approved landfill.

748 Casing and Sealing Wells

Refer to Section 542.700 of this submittal.

7-14



Canyon Fuel Company, LLC
Dugout Canyon Mine

750 PERFORMANCE STANDARDS

Methane Degassification Amendment
June 14, 2007 W€;#eG

751 Water Quality Standards and Effluent Limitations

Water encountered during drilling and runoff water will be treated using silt fence and/or straw bale

dikes prior to leaving the site. Should it become necessary the water encountered during drilling

will be pumped into a tank and hauled from the site for disposal at a licensed facility.

752 Sediment Control Measures

All sediment control measures will be located, maintained, constructed and reclaimed according

to plans and designs presented in Section 732,742, and 760 of this submittal.

752.100 Siltation Structures and Diversions

Siltation structures will be located, maintained, constructed and reclaimed according to plans and

designs presented in Section 732,742, and 763 of the submittal.

752.200 Road Drainage

Refer to Section 732.400 of this submittal.

753 lmpoundments and Discharge Structures

Refer to Section 733.200 of this submittal.
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754 Disposal of Excess Spoil, Coal Mine Waste and Non-Goal Mine Waste

There will be no excess spoil or coal mine waste generated at the well sites. Refer to Section 747

of this submittal regarding non-coal waste disposal.

755 Gasing and Sealing

Refer to Section 542.700 of this submittal.

760 RECLAMATION

761 General Requirements

A detailed reclamation plan for the well sites is presented in Section 540. No structures will exist

at the well sites.

762 Roads

Refer to Section 542.600.

762.100 Restoring the Natural Drainage Patterns

The natural drainage patterns will be restored after degassification is completed.

762.200 Reshaping Gut and Fill Slopes

Cut and fill slopes will be reshaped at the well sites.
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763 Siltation Structures

763.100 Maintenance of Siltation Structures

All siltation structures will be maintained until removed in accordance with the approved reclamation

plan.

763.200 Removal of Siltation Structures

When a siltation structure is removed, the land on which the siltation structure was located will be

regraded and revegetated in accordance with the reclamation plan presented in Section 540.

764 Structure Removal

A timetable for the reclamation of the sites is presented in Figures 5-15 (G-2 and G-5) and 5-26

(G-3, G-4, G-6 thru G-17 and G-19).

765 Permanent Gasing and Sealing of Wells

Refer to Section 542.700 of this submittal.
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ATTACHMENT 7.1

HYDROLOGY CALGU LATIONS

add to the back of existing information



IIYDROLOGY CALCULATIONS
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Precipitation Frequency Data Server

POINT PRECIPITATION
FREQUENCY ESTIMATES
FROM NOAA ATLAS 14

Utah 39.68545 N 110.47608 W 8789 feet
from "Precipitation-Frequency Atlas of the United States" NOAA Atlas 14, Volume l, Version 4

G M Bonnin, D Martin, B Lin, T Parzybok, M Yekta, and D Riley
NOAA, National Weather Service, Silver Spring, Maryland, 2006

Extracted: Thu Jun 7 2007

Confidence Limits Seasonality Location Maps Other lnfo. GIS data

Page I of5

Maps Help D

Text version of table
'These precipitbton frequency estimates are based on a padq|dudon sel-e. ARI is the Average Recurence Interval
Please refer to the documentation for more information. NOTE: Formafling forces estimates near zero to appear as zero,

Estimates

2.58 2.94 ,.27 1.98 l ls.05
3 . 1 9 J.54 t.66 4.47

http://trdsc.nws.noaa.gov/cgi-bin/hdsc/buildout.perl?typFpf&series:pd&units:us&statena... 61712007
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* These precipitation frequency estimates are based on a pada! duration series. ARI is the Averee Recurrence Interval
Please refer to the @tmen-b. tiqn for more inbrmation. NOTE: Formatting prevents estimates near zero to appear as zero.
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" The lower bound of the confidence interual at 90% confidence le\rel is the value which
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Estimatesinches

values for a given fequency ae lese han.
* These precipitation frequency estimates are based on a padal duGtan Oalttna sele. ARI is the Average Recurrence Interval

Please refer to he dgc_uqq1latiqp for more information. NOTE: Formatting prevents estimates near zero to appear as zero
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Please read disclaimerfor more irrformalion.
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Other Maps/Photographs -

View USGS digi,tal orthopbotq qu4dra_ltgle- (DQQ covering this location from TerraServer; USGS Aerial Photograph
may also be available
from this site. A DOQ is a computer-generated image of an aerial photograph in which image displacement caused by terrain
relief and camera tilts has been removed. It combines the image characteristics of a photograph with the geometric qualities
of a map. Visit the USGS for more information.

Watershed/Stream FIow Information -

Fiud the Watershed for this location using the U.S. Environmental Protection Agency's site.

Climate Data Sources -

Precipitationfrequency results are based on datafrom avariety of sources, but largely NCDC. Thefollowing links provide
general information
about obseming sites in the area, regardless of if their data was used in this study. For detailed information about the
stations used in this study,
please refer to our documentation.

Using the Nation4l Climatic Data Center'g (NCDC) station search engine, locate other climate stations within:

+/-30 minutes ..OR... +/-1 degree
obtained directly from NCDC.

of this location(39.685451-l10.47608). Digital ASCII data can be

Find Natural Resqurses Csnsrrvatiox Serylc_e CNneil SNOTEL (SNOwpack TElemetry) stations by visiting the
we$erq Begioual elima-te eenter's stglqqpeeifie SNOTEL station tnsps.

Hydrometeorological Design Studi€s Center
DOC/NOAA/Nationa I Weaaher Service
1325 East-West Highway
Silver Spring, MD 2@10

(301) 713-1669

Questions?: HDSq.!Q!qstl9$ y

Disclaimer

http://hdsc.nws.noaa.gov/cgi-bin/hdsc/buildout.perl?type:pf&series:pd&units:us&statena... 6/712007


